
RECEIVED: May 24, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Ratherford Unit 8-32R 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

GREATER ANETH  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
RATHERFORD  

6. NAME OF OPERATOR
RESOLUTE NATURAL RESOURCES 

7. OPERATOR PHONE
303 534-4600 

8. ADDRESS OF OPERATOR
1675 Boradway Ste 1950, Denver, CO, 80202 

9. OPERATOR E-MAIL
pflynn@resoluteenergy.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

14-20-603-368 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

Navajo 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2016 FNL   1928 FEL  SWNE  8   41.0 S  24.0 E  S 

Top of Uppermost Producing Zone 2016 FNL   1928 FEL  SWNE  8   41.0 S  24.0 E  S 

At Total Depth 2016 FNL   1928 FEL  SWNE  8   41.0 S  24.0 E  S 

21. COUNTY
SAN JUAN  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
2130 

23. NUMBER OF ACRES IN DRILLING UNIT
40 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

83 

26. PROPOSED DEPTH
MD: 5815     TVD: 5815 

27. ELEVATION - GROUND LEVEL

4600 

28. BOND NUMBER

B001252 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

09-1428 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 COND  20  16  0 -  90  48.0   H-40 ST&C  8.3  Unknown  115  1.17  15.6

 SURF  14.75  10.75  0 - 1960  40.5   J-55 ST&C  8.3  Premium Lite High Strength  505  1.96  12.3

               Type V  175  1.18  15.6

 PROD  9.875  7  0 - 5435  26.0   J-55 LT&C  8.3  50/50 Poz  765  1.41  13.1

               Type V  175  1.18  15.6

               50/50 Poz  620  1.41  13.1

               Type V  50  1.18  15.6

 OPEN  6.125  0  0 - 5815  0.0  No Pipe Used  0.0  No Used  0  0.0  0.0

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Brian Wood  TITLE Consultant  PHONE 505 466-8120  

SIGNATURE DATE 02/17/2012  EMAIL brian@permitswest.com 

API NUMBER ASSIGNED

    43037500250000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43037500250000API Well Number: 43037500250000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and MerERrd
Unit 8-32R

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI GREATER ANETH

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO RATHERFORD

6. NAME OF OPERATOR 7. OPERATOR PHONE
RESOLLTTENATURALRESOURCES 303 534-4600

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1675 Boradway Ste 1950, Denver, CO, 80202 pflynn@resoluteenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR1S4-A20

603-368 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

Navajo YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2016 FNL 1928 FEL SWNE 8 41.0 S 24.0 E S

Top of Uppermost Producing Zone 2016 FNL 1928 FEL SWNE 8 41.0 S 24.0 E S

At Total Depth 2016 FNL 1928 FEL SWNE 8 41.0 S 24.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
SAN JUAN 2130 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 5815 TVD: 5815

83

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4600 BOO1252 09-1428

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 20 16 0 - 90 48.0 H-40 ST&C 8.3 Unknown 115 1.17 15.6

SURF 14.75 10.75 0 - 1960 40.5 J-55 ST&C 8.3 Premium Lite High Strength 505 1.96 12.3

Type V 175 1.18 15.6

PROD 9.875 7 0 - 5435 26.0 J-55 LT&C 8.3 50/50 Poz 765 1.41 13.1

Type V 175 1.18 15.6

50/50 Poz 620 1.41 13.1

Type V 50 1.18 15.6

OPEN 6.125 0 0 - 5815 0.0 No Pipe Used 0.0 No Used 0 0.0 0.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Brian Wood TITLE Consultant PHONE 505 466-8120

SIGNATURE DATE 02/17/2012 EMAIL brian@permitswest.com

API NUMBER ASSIGNED APPROVAL
43037500250000 I

Permit Manager

RECEIVED: May 24,



RECEIVED: February 17, 2012

The Top Chinle listed on the Ratherford Unit 8-32R APD was found to be erroneous based on a review of log picks in 
the area, and should be revised from 1913’ to 1410’. 
 
The original estimate for the Top Chinle provided on the RU 8-32R APD appears to have been based on an anomalous 
pick (source unknown) in the nearby RU 9-12. However, a quick comparison of this top to verified picks in the 
surrounding region showed the Chinle top in the 9-12 to be about 500’ deeper than nearby tops and prompted 
further investigation. 
 
The Chinle is most reliably picked based on the gamma ray curve; unfortunately, none of the wells in Section 8 have 
gamma ray data covering the shallow formations. However, induction logs were run in the shallow portion of the 
original 8-32 wellbore. Though induction data are less reliable for correlation of the Chinle top, a few deeper markers 
can be correlated and a reasonably accurate estimate for the Top Chinle obtained using the induction log. 
 
Induction data from the 8-32 (black curve; see cross section next page) was correlated to induction data in nearby 
wells for which this data was available. Correlation wells also contained gamma ray (green curve) and neutron (blue 
curves) data that could in turn be correlated to wells in the region that had been thoroughly researched and 
established as Chinle type logs. 
 
The Chinle top in the 8-32 may be represented by a slight deflection in the induction curve at around 1410’. It is 
difficult to verify this pick, since offset wells were cased below the top of the Chinle and thus do not have induction 
data across this interval. However, log markers between 1850’-2500’ MD in the 8-32 correlate well to offset logs and 
support and estimate of around 1410’ for the Top Chinle in this well. 
 

API Well Number: 43037500250000API Well Number: 43037500250000

The Top Chinle listed on the Ratherford Unit 8-32R APD was found to be erroneous based on a review of log picks in
the area, and should be revised from 1913' to 1410'.

The original estimate for the Top Chinle provided on the RU 8-32R APD appears to have been based on an anomalous
pick (source unknown) in the nearby RU 9-12. However, a quick comparison of this top to verified picks in the
surrounding region showed the Chinle top in the 9-12 to be about 500' deeper than nearby tops and prompted
further investigation.

The Chinle is most reliably picked based on the gamma ray curve; unfortunately, none of the wells in Section 8 have
gamma ray data covering the shallow formations. However, induction logs were run in the shallow portion of the
original 8-32 wellbore. Though induction data are less reliable for correlation of the Chinle top, a few deeper markers
can be correlated and a reasonably accurate estimate for the Top Chinle obtained using the induction log.

Induction data from the 8-32 (black curve; see cross section next page) was correlated to induction data in nearby
wells for which this data was available. Correlation wells also contained gamma ray (greencurve) and neutron (blue
curves) data that could in turn be correlated to wells in the region that had been thoroughly researched and
established as Chinle type logs.

The Chinle top in the 8-32 may be represented by a slight deflection in the induction curve at around 1410'. It is
difficult to verify this pick, since offset wells were cased below the top of the Chinle and thus do not have induction
data across this interval. However, log markers between 1850'-2500' MD in the 8-32 correlate well to offset logs and
support and estimate of around 1410' for the Top Chinle in this
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API Well Number: 43037500250000API Well Numbem-fa43037MO250000 01-32 10-41 11-41 18-438 12-44
RESDlUTE RESOLUTE RES LU1E RESOLUTE REEDLUTE RESOI JTE REBOLUTE

T41S 1E 85 T418 4E 54 T41S 4E SB T415 k E S16 T418 16 T415 E 818 T418 R E 812

1,1C4 736.266 38,659559 10.949.666 371.250 0
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8-32 

Wells with shallow logs and Chinle picks 

API Well Number: 43037500250000API Well Number: 43037500250000

Wells with shallow logs and Chinle picks
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Form 3160-5 
(August 2007) 

UNITED STATES 
DEPARTMENT OF THE INTERIOR 

BUREAU OF LAND MANAGEMENT 
 

SUNDRY NOTICES AND REPORTS ON WELLS 
 

Do not use this form for proposals to drill or to re-enter an abandoned well. 
Use Form 3160-3 (APD) for such proposals. 

 
Bold* fields are required.  

Section 1 - Completed by Operator  
1. BLM Office* 
Indian Farmington, NM 

2. Well Type* 
OIL 

3. Submission Type* 
 Notice of Intent 
 Subsequent Report 
 Final Abandonment Notice 

4. Action* 
Change to Original APD 

Operating Company Information 
5. Company Name* 
RESOLUTE NATURAL RESOURCES 
6. Address* 
1675 BROADWAY SUITE 1950 
                                         
DENEVR  CO  80202 

7. Phone Number* 
303-534-4600 

Administrative Contact Information
8. Contact Name* 
DWIGHT      MALLORY 

9. Title* 
EH&S COORDINATOR

10. Address* 
1675 BROADWAY SUITE 1950 
                                         
DENVER  CO  80202 

11. Phone Number* 
303-573-4886  1165 
12. Mobile Number 
970-302-8620  

13. E-mail* 
dmallory@resoluteenergy.com 

14. Fax Number 
303-623-3628 

Technical Contact Information 

 Check here if Technical Contact is the same as Administrative Contact. 
15. Contact Name* 
DONNIE      TRIMBLE 

16. Title* 
DRILLING & MAINTENANCE MANAGER 

17. Address* 
23429 COUNTY ROAD G 
                                         
CORTEZ  CO  81321 

18. Phone Number* 
970-564-5200  2120 
19. Mobile Number 
970-371-6753  

20. E-mail* 
dtrimble@resoluteenergy.com 

21. Fax Number 
970-564-5234  

API Well Number: 43037500250000API Well Number: 43037500250000

Fonn 3160-5 UNITED STATES
(August 2007) DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to re-enter an abandoned well.
Use Form 3160-3 (APD) for such proposals.

Bold* fields are required.

Section 1 - Completed by Operator
1. BLM Office* 2. Well Type*
Indian Farmington, NM OIL
3. Submission Type* 4. Action*
'2' Notice of Intent Change to Original APD
' ' Subsequent Report
' ' Final Abandonment Notice

Operating Company Information
5. Company Name*
RESOLUTE NATURAL RESOURCES
6. Address* 7. Phone Number*
1675 BROADWAY SUITE 1950 303-534-4600

DENEVR CO 80202

Administrative Contact Information
8. Contact Name* 9. Title*
DWIGHT

_

MALLORY EH&S COORDINATOR
10. Address* 11. Phone Number*
1675 BROADWAY SUITE 1950 303-573-4886 1165

12. Mobile Number
DENVER CO 80202 970-302-8620

13. E-mail* 14. Fax Number
dmallory@resoluteenergy.com 303-623-3628

Technical Contact Information

Check here if Technical Contact is the same as Administrative Contact.
15. Contact Name* 16. Title*
DONNIE TRIMBLE DRILLING & MAINTENANCE MANAGER
17. Address* 18. Phone Number*
23429 COUNTY ROAD G 970-564-5200 2120

19. Mobile Number
CORTEZ CO 81321 970-371-6753

20. E-mail* 21. Fax Number
dtrimble@resoluteenergy.com
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Lease and Agreement
22. Lease Serial Number* 
1420603368 

 
                          

24. If Unit or CA/Agreement, Name and/or Number 
RATHERFORD UNIT 

25. Field and Pool, or Exploratory Area* 
GREATER ANETH 

County and State for Well
26. County or Parish, State* 
SAN JUAN   UT 

Associated Well Information
27. Specify well using one of the following methods: 
 a) Well Name, Well Number, API Number, Section, Township, Range, Qtr/Qtr, N/S Footage, E/W Footage 
 b) Well Name, Well Number, API Number, Latitude, Longitude, Metes & Bounds description 

Well Name* 
RATHERFORD UNIT 

Well Number* 
8-32R 

API Number 
43-037-50025 

Section 
8 

Township 
41S 

Range 
24E 

Meridian 
SALT LAKE BASIN 

Qtr/Qtr 
SWNE 

N/S Footage 
2016  FNL 

E/W Footage 
1928  FEL 

Latitude 
          

Longitude 
           

Metes and Bounds 

28. Describe Proposed or Completed Operation 
Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration 
thereof. If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and 
true vertical depths of all markers and zones. Attach the Bond under which the work will be performed or provide the 
Bond Number on file pertinent with BLM/BIA. Required subsequent reports shall be filed within 30 days following 
completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, 
a Form 3160-4 shall be filed once testing has been completed. Final Abandonment Notices shall be filed only after all 
requirements, including reclamation, have been completed, and the operator has determined that the site is ready for 
final inspection. 
Resolute is revising the anticipated top listed for the Chinle in the original APD from 1,913' GL to 
1,410' GL and proposes to revise the surface casing set depth from 1,963'GL to 1,460'GL. 
 
Supporting documentation for this change is attached.

API Well Number: 43037500250000API Well Number: 43037500250000

Lease and Agreement
22. Lease Serial Number*
1420603368
24. If Unit or CA/Agreement, Name and/or Number 25. Field and Pool, or Exploratory Area*
RATHERFORD UNIT GREATER ANETH

County and State for Well
26. County or Parish, State*
SAN JUAN UT

Associated Well Information
27. Specify well using one of the following methods:
a) Well Name, Well Number, API Number, Section, Township, Range, Qtr/Qtr, N/S Footage, E/W Footage
b) Well Name, Well Number, API Number, Latitude, Longitude, Metes & Bounds description

Well Name* Well Number* API Number
RATHERFORD UNIT 8-32R 43-037-50025

Section Township Range Meridian
8 41S 24E SALT LAKE BASIN
Qtr/Qtr N/S Footage E/W Footage
SWNE 2016 FNL 1928 FEL
Latitude Longitude Metes and Bounds

28. Describe Proposed or Completed Operation
Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration
thereof. If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and
true vertical depths of all markers and zones. Attach the Bond under which the work will be performed or provide the
Bond Number on file pertinent with BLM/BIA.Required subsequent reports shall be filed within 30 days following
completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval,
a Form 3160-4 shall be filed once testing has been completed. Final Abandonment Notices shall be filed only after all
requirements, including reclamation, have been completed, and the operator has determined that the site is ready for
final inspection.
Resolute is revising the anticipated top listed for the Chinle in the original APD from 1,913' GL to
1,410' GL and proposes to revise the surface casing set depth from 1,963'GL to 1,460'GL.

Supporting documentation for this change is
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I hereby certify that the foregoing is true and correct.
29. Name* 
DWIGHT   MALLORY 

30. Title 
EH&S COORDINATOR 

31. Date* (MM/DD/YYYY) 
04/03/2012  Today

32. Signature* 
You have the ability to sign this form only if a SmartCard or 
digital certificate has been issued to you. 

   
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and 
willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements 
or representations as to any matter within its jurisdiction. 

Section 2 - System Receipt Confirmation  
33. Transaction 
                     

34. Date Sent 
           

35. Processing Office 
                               

Section 3 - Internal Review #1 Status  
36. Review Category 
                                    

37. Date Completed 
           

38. Reviewer Name 
                                         

39. Comments 

Section 4 - Internal Review #2 Status  
40. Review Category 
                                    

41. Date Completed 
           

42. Reviewer Name 
                                         

43. Comments 

Section 5 - Internal Review #3 Status  
44. Review Category 
                                    

45. Date Completed 
           

46. Reviewer Name 
                                         

47. Comments 

API Well Number: 43037500250000API Well Number: 43037500250000

I hereby certify that the foregoing is true and correct.
29. Name* 30. Title
DWIGHT

_

MALLORY EH&S COORDINATOR
31. Date* (MM/DD/YYYY) 32. Signature*

04/03/2012 ( Today )
You have the ability to sign thisformonly if a SmartCard or
digital certificate has been issued to you.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and
willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

33. Transaction
Section 2 - System Receipt Co

3
mrao ensing

Office

36. Review Category
Section 3 - Internal Revim #13Stateviewer

Name

39. Comments

40. Review Category
Sectio 44- ID ernCaomRpev #42 lateviewer

Name

43. Comments

44. Review Category
Section 5 - Internal Revim #34Stateviewer

Name

47.



RECEIVED: February 17, 2012

 

 

Section 6 - Internal Review #4 Status  
48. Review Category 
                                    

49. Date Completed 
           

50. Reviewer Name 
                                         

51. Comments 

Section 7 - Final Approval Status  
52. Disposition 
                                    

53. Date Completed 
           

54. Reviewer Name 
                                         

55. Reviewer Title 
                                         

56. Comments 

GENERAL INSTRUCTIONS 
This form is designed for submitting proposals to perform certain well operations, and reports of such 
operations when completed, as indicated on Federal and Indian lands pursuant to applicable Federal law and 
regulations. Any necessary special instructions concerning the use of this form and the number of copies to be 
submitted, particularly with regard local area, or regional procedures and practices, either are shown below will 
be issued by, or may be obtained from the local Federal office.  

SPECIFIC INSTRUCTIONS
Item 27 - Locations on Federal or Indian land should be described in accordance with Federal requirements. 
Consult the local Federal office for specific instructions. 
Item 28 - Proposals to abandon a well and subsequent reports of abandonment should include such special 
information as is required by the local Federal office. In addition, such proposals and reports should include 
reasons for the abandonment; data on any former or present productive zones, or other zones with present 
significant fluid contents not sealed off by cement or otherwise; depths (top and bottom) and method of 
placement of cement plugs; mud or other material placed below, between and above plugs; amount, size, 
method of parting of any casing, liner or tubing pulled and the depth to top of any left in the hole; method of 
closing top of well and date well site conditioned for final inspection looking to approval of the abandonment.  

NOTICE

The Privacy Act of 1974 and the regulation in 43 CFR 2.48(d) provide that you be furnished the following 
information in connection with information required by this application.  

AUTHORITY: 30 U.S.C. 181 et seq., 351 et seq., 25 U.S.C. 396; 43 CFR 3160.  

PRINCIPAL PURPOSE: The information is used to: (1) Evaluate, when appropriate, approve applications, 
and report completion of subsequent well operations, on a Federal or Indian lease; and (2) document for 
administrative use, information for the management, disposal and use of National Resource lands and 
resources, such as: (a) evaluating the equipment and procedures to be used during a proposed subsequent well 
operation and reviewing the completed well operations for compliance with the approved plan; (b) requesting 
and granting approval to perform those actions covered by 43 CFR 3162.3-2, 3162.3-3, and 3162.3-4; (c) 
reporting the beginning or resumption of production, as required by 43 CFR 3162.4-1(c) and (d) analyzing 
future applications to drill or modify operations in light of data obtained and methods used.  

ROUTINE USES: Information from the record and/or the record will be transferred to appropriate Federal, 
State, local or foreign agencies, when relevant to civil, criminal or regulatory investigations or prosecutions in 
connection with congressional inquiries or to consumer reporting agencies to facilitate collection of debts owed 

API Well Number: 43037500250000API Well Number: 43037500250000

48. Review Category
Section 6 - Internal Revim #45Stateviewer

Name

51. Comments

52. Disposition 53. Date
CompSectio 7 - Finael Arpproveal Status

55. Reviewer Title

56. Comments

GENERAL INSTRUCTIONS
This form is designed for submitting proposals to perform certain well operations, and reports of such
operations when completed, as indicated on Federal and Indian lands pursuant to applicable Federal law and
regulations. Any necessary special instructions concerning the use of this form and the number of copies to be
submitted, particularly with regard local area, or regional procedures and practices, either are shown below will
be issued by, or may be obtained from the local Federal office.

SPECIFIC INSTRUCTIONS
Item 27 - Locations on Federal or Indian land should be described in accordance with Federal requirements.
Consult the local Federal office for specific instructions.
Item 28 - Proposals to abandon a well and subsequent reports of abandonment should include such special
information as is required by the local Federal office. In addition, such proposals and reports should include
reasons for the abandonment; data on any former or present productive zones, or other zones with present
significant fluid contents not sealed off by cement or otherwise; depths (top and bottom) and method of
placement of cement plugs; mud or other material placed below, between and above plugs; amount, size,
method of parting of any casing, liner or tubing pulled and the depth to top of any left in the hole; method of
closing top of well and date well site conditioned for final inspection looking to approval of the abandonment.

NOTICE

The Privacy Act of 1974 and the regulation in 43 CFR 2.48(d) provide that you be furnished the following
information in connection with information required by this application.

AUTHORITY: 30 U.S.C. 181 et seq., 351 et seq., 25 U.S.C. 396; 43 CFR 3160.

PRINCIPAL PURPOSE: The information is used to: (1) Evaluate, when appropriate, approve applications,
and report completion of subsequent well operations, on a Federal or Indian lease; and (2) document for
administrative use, information for the management, disposal and use of National Resource lands and
resources, such as: (a) evaluating the equipment and procedures to be used during a proposed subsequent well
operation and reviewing the completed well operations for compliance with the approved plan; (b) requesting
and granting approval to perform those actions covered by 43 CFR 3162.3-2, 3162.3-3, and 3162.3-4; (c)
reporting the beginning or resumption of production, as required by 43 CFR 3162.4-1(c) and (d) analyzing
future applications to drill or modify operations in light of data obtained and methods used.

ROUTINE USES: Information from the record and/or the record will be transferred to appropriate Federal,
State, local or foreign agencies, when relevant to civil, criminal or regulatory investigations or prosecutions in
connection with congressional inquiries or to consumer reporting agencies to facilitate collection of debts



RECEIVED: February 17, 2012

the Government.  

EFFECT OF NOT PROVIDING THE INFORMATION: Filing of this notice and report and disclosure of 
the information is mandatory for those subsequent well operations specified in 43 CFR 3162.3-2, 3162.3-3, 
3162.3-4.  

The Paperwork Reduction Act of 1995 requires us to inform you that:  

This information is being collected to evaluate proposed and/or completed subsequent well operations on 
Federal or Indian oil and gas leases.  

Response to this request is mandatory.  

BLM would like you to know that you do not have to respond to this or any other Federal agency-sponsored 
information collection unless it displays a currently valid OMB control number.  

BURDEN HOURS STATEMENT
Public reporting burden for this form is estimated to average 25 minutes per response, including the time for 
reviewing instructions, gathering and maintaining data, and completing and reviewing the form. Direct 
comments regarding the burden estimate or any other aspect of this form to U.S. Department of the Interior, 
Bureau of Land Management (1004-0135), Bureau Information Collection Clearance Officer, (WO-630), Mail 
Stop 401 LS, 1849 C St., N.W., LS, Washington D.C. 20240  

API Well Number: 43037500250000API Well Number: 43037500250000

the Government.

EFFECT OF NOT PROVIDING THE INFORMATION: Filing of this notice and report and disclosure of
the information is mandatory for those subsequent well operations specified in 43 CFR 3162.3-2, 3162.3-3,
3162.3-4.

The Paperwork Reduction Act of 1995 requires us to inform you that:

This information is being collected to evaluate proposed and/or completed subsequent well operations on
Federal or Indian oil and gas leases.

Response to this request is mandatory.

BLM would like you to know that you do not have to respond to this or any other Federal agency-sponsored
information collection unless it displays a currently valid OMB control number.

BURDEN HOURS STATEMENT
Public reporting burden for this form is estimated to average 25 minutes per response, including the time for
reviewing instructions, gathering and maintaining data, and completing and reviewing the form. Direct
comments regarding the burden estimate or any other aspect of this form to U.S. Department of the Interior,
Bureau of Land Management (1004-0135), Bureau Information Collection Clearance Officer, (WO-630), Mail
Stop 401 LS, 1849 C St., N.W., LS, Washington D.C.
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API Well Number: 43037500250000API Well Number: 43037500250000
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ec N 88°39'37" E _2639.33, BC N 88°39'1 BC

RATHERFORD
UNIT 8-32R scam r = rooo'

UNGRADED ELEVATION:
4600.4 T. 41 S.

Basis of Elevation: OPUS Observations - - o
z the NE comer of 1928' LATITUDE (NAD27)

Section 8, T41S, R24E, NORTH37.238518DEG.Elevation: 4522.0'
LONGITUDE (NAD27)

BC
___ __-. I --

---- --- My BC WEST 109.302311 DEG.BC
S K39 li' 63¾' S 88°39'08' W 2639.38'

LAT/TUDE (NADB3)
NORTH 37.2386167 DEG.
LONGITUDE (NAD83)
WEST 109.3029821 DEG.

NOR THING
215734.15

EAS TING
2639740.60

z
DATUM

UTAH SP SOUTH

BC
" S 88°39'32" W 2639 26' 8°39'10' W 2639.29, BC

1000' 500' O 1000' 2000'

SURVEYOR'S STATEMENT:
i, Marshall VV.Lindeen, of Farmington, New Mexico, hereby state: This ma was made from

notes taken dudng an actual survey under my direct supervision on JA 011, and
it correctly shows the location of the proposed RATHERFORD UNIT RTVE /

NOTES 6217687 O

g PROPOSED WELL LOCATION \ .MARSHALLWUNDEEN.
O FOUND MONUMENT ' TAMPLS No. 621 87
L DENOTES90°TIE :•-•= +

PLAT OF PROPOSED WELLLOÒATION
-UNITED- FOR

FIELD SERVICESINc· RESOLUTE NATURAL RESOURCES COMPANY

P.O. BOX 3651 SCALE: 1"= 1000' 2016' F/NL & 1928' F/EL, SECTION 8,
FARMINGTON, N.M. JOB No. 9895 T. 41 S, R. 24 E, SALT LAKE MERIDIAN
(505) 334-0408

DATE: 1/31/11 SAN JUAN COUNTY, UTAH
BY: H.S. DWG.j: 9895WO1 REVISED:
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Ratherford Unit 8-32R               
4303750025

RATHERFORD 16-77                    
4303731768

RATHERFORD UNIT 18-22               
4303731236

RATHERFORD UNIT 7-44                
4303731189

RATHERFORD UNIT 18-31               
4303731181

RATHERFORD UNIT 17-31               
4303731178

RATHERFORD UNIT 17-42               
4303731177

RATHERFORD UNIT 17-22               
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RATHERFORD UNIT 17-11               
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RATHERFORD UNIT 16-13               
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RATHERFORD UNIT 7-24                
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RATHERFORD UNIT 7-22                
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18-23                               
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Well Name: Ratherford Unit 8-32R
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Status

APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

N LA - Location Abandoned

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned
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' POW - Producing Oil Well

O RET - Returned APD
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RECEIVED: May 24, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 2 /17 /2012 API NO. ASSIGNED: 43037500250000

WELL NAME: Ratherford Unit 8-32R    

OPERATOR: RESOLUTE NATURAL RESOURCES (N2700) PHONE NUMBER: 505 466-8120 

CONTACT: Brian Wood    

PROPOSED LOCATION: SWNE 08 410S 240E Permit Tech Review:

SURFACE: 2016 FNL 1928 FEL Engineering Review:

BOTTOM: 2016 FNL 1928 FEL Geology Review:

COUNTY: SAN JUAN 

LATITUDE: 37.23852 LONGITUDE: -109.30288

UTM SURF EASTINGS: 650536.00 NORTHINGS: 4122682.00

FIELD NAME: GREATER ANETH    

LEASE TYPE: 2 - Indian    

LEASE NUMBER: 14-20-603-368             PROPOSED PRODUCING FORMATION(S): DESERT CREEK 

SURFACE OWNER: 2 - Indian COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: INDIAN - B001252      Unit:  RATHERFORD 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 09-1428           Board Cause No:  Cause 152-06

RDCC Review:           Effective Date:   7 /6 /1998

Fee Surface Agreement           Siting:  Suspends General Siting

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         3 - Commingling - ddoucet
                             4 - Federal Approval - dmason

API Well Number: 43037500250000



Permit To Drill
******************

Well Name:   Ratherford Unit  8-32R
API Well Number:   43037500250000

Lease Number:    1 4 - 2 0 - 6 0 3 - 3 6 8
Surface Owner:   INDIAN 
Approval Date:    5 / 2 4 / 2 0 1 2

Issued to:
RESOLUTE NATURAL RESOURCES, 1675 Boradway Ste 1950, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements of  Cause 152-06.  The expected producing formation or  pool
is the DESERT CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will  require approval in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

Commingle:
In accordance with Board Cause No. 63, commingling of the production from the
Lower Ismay formation and the Desert Creek formation in this well is allowed. 

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: Ratherford Unit 8-32R
API Well Number: 43037500250000

Lease Number: 14-20-603-368
Surface Owner: INDIAN
Approval Date: 5/24/20 12

Issued to:
RESOLUTE NATURAL RESOURCES, 1675 Boradway Ste 1950, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 152-06. The expected producing formation or pool
is the DESERT CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

Commingle:
In accordance with Board Cause No. 63, commingling of the production from the
Lower Ismay formation and the Desert Creek formation in this well is allowed.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)



         submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website

at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &



STATE OF UTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
14-20-603-368

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDI ,NALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells,significantly deepen existing wells below curent bottom-hole depth, reenter plugged wells, or to Ratherforddrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL O OTHER

E NAMEr UNnUi 8E-

2R
2. NAMEOF OPERATOR: 9. API NUMBER:

Resolute Natural Resources 4303750025
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1675 Broadway, Ste 1950 Denver STATE CO ZIP 80202 (303) 573-4886 Greater Aneth

4. LOCATION OF WELL

FOOTAGESATSURFACE: 2016 FNL, 1928 FEL COUNTY: Sanduan

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 8 41S 24E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

4/2/2012 CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submitoriginal Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute Natural Resources submits that well was spud on April2, 2012.

NAME(PLEASEPRI ) Sherry Glass TITLE Sr. Regulatory Technician

SIGNATURE / / DATE 4/5/2012

(This space for State use only)

RECEIVED
APR1 1 2012

(See Instructions on Reverse Side)

DIV.OFOlL,GAS&MINING



RESOLUTE Daily Activity Report

NMURARRaouaCES

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud DatelTime Rig Release Date/Time

4,613.00 0.00
Job Category Primary Job Type Secondary Job Type
Drilling Drilling- re-entry
Start Date End Date AFE Number

4/1/2012 10011002
Objective
The Ratherford Unit Team recommends re-drilling a vertical well, the 8-32R, completing entire wellbore, and producing primary, secondary &eventually tertiary
reserves. The primary target is the DC-IICsubzone with additional upside in the Lower Ismay, DC-IC, DC-IIA,DC-IIB& DC-III.
Contractor Rig Number Rig Type
DJ Drilling 1
Report Start Date Report End Date Operations Summary

2/15/2012 2/15/2012 Remove guy wire off power pole for location prep
Report Start Date Report End Date Operations Summary

2/17/2012 2/17/2012 Jr Construction, reset anchor and resecured the power pole where location was prep for drilling, MOTE set and test 4
Anchors to 25K, test okay, Installed 4 marker and 4 Anchor tags

Report Start Date Report End Date Operations Summary
4/1/2012 4/2/2012 load out rig &equipment from Ratherford 20-22H to location miru rig &spot equipment, raised derrick @1100 hrs nu

20" flange &bell nipple, rig up all lines to closed loop pits, fillstorage & pits w/1440 bbls fresh h2o, notified Farmington
BLMof spud timeon 4/2/12 am weld up 16" riser to rotating head &flow T, ru gas buster lines, ru hcr valve for diverter
&6" blooie line to lined pit complete nipple up of flowT to shakers drill rathole & mousehole, rack out & tallydrill collars
&drill pipe bha

Dür (hrs) Comment

2.00 load out rig &equipment from Ratherford 20-22H to location
3.00 miru rig &spot equipment, raised derrick @1100 hrs
4.00 nu 20" flange & bell nipple, rig up all lines to closed loop pits, fillstorage & pits w/1440 bbls fresh h2o, notified

Farmington BLM of spud timeon 4/2/12 am
7.00 weld up 16" riser to rotating head &flowT, ru gas buster lines, ru hcr valve for diverter & 6" blooie line to lined pit
3.00 complete nipple up of flowT to shakers
5.00 drill rathole &mousehole, rack out &tallydrillcollars &drill pipe bha

Report Start Date Report End Date Operations Summary
4/2/2012 4/3/2012 cont racking out drill collars & drillpipe, Pu & mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted

w/3 - 12's and 4 - 18's, 7 3/4" NOV straight dnhole motor Pu &rih w/bit, mtr, 6' stripping rubber & 3 - 8" dc to tag @95',
drillout f/95'- 155' w/465 gpm fresh h2o on hole, 135 rpm @bit ran wl survey @90' 1 degree drill 155' - 248' w/8 pts on
bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs change out stripping rubber for 6 1/2" dc &4 1/2" dp drill248'

- 339' w/8 pts on bit 135 rpm @bit ran w/survey @274' 1 degree drill 339' - 497' w/8 pts on bit, 135 rpm @bit ran wl
survey @390' 1 degree drill497'- 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph ran wl survey @541' i
degree drill 608'- 761' w/10 pts on bit, 135 rpm @bit ran wl survey @691' 1 1/2 degrees drill761' - 915' w/10 pts on bit
135 rpm @bit ran wl survey @843' 2 1/4 degrees reduced wob to 8 pts & increased to 144 rpm @bit to straighten
hole, drill915' - 1006', totalbha in hole bit, mtr, 4-8"dc, 20-6"dc &4-4 1/2" hvwt dp ran wl survey @937' 2 1/2 degrees,
lower wob to 7 pts w/144 rpm @bit drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection,
rtns 8.4#fluid, continue drilling and add duo-vis @ ippb, to mud up system drill 1080' - 1116' w/7 pts on bit, 144 rpm,
screens plugged off on shakers lost fluid to roll off bin, pu off bottom, sd pump, 1" flow from well, pump h2o back from
bin recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 &s

Dur hrs) Comment

1.50 cont racking out drill collars &drilipipe,
0.50 Pu & mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted w/3 - 12's and 4 - 18's, 7 3/4" NOV

straight dnhole motor
2.00 Pu & rih w/bit, mtr, 6' stripping rubber &3 - 8" dc to tag @95', drillout f/95' - 155' w/465 gpm fresh h2o on hole, 135

rpm @bit
0.50 ran wl survey @90' 1 degree
1.00 drill 155' - 248' w/8 pts on bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs
1.00 change out stripping rubber for 6 1/2" dc &4 1/2" dp
1.00 drill248' - 339' wl8 pts on bit 135 rpm @bit
0.50 ran w/survey @274' i degree
1.25 drill339' - 497' w/8 pts on bit, 135 rpm @bit
0.50 ran wl survey @390' 1 degree
1.75 drill497' - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph
0.50 ran wl survey @541' i degree
1.50 drill608'- 761' w/10 pts on bit, 135 rpm @bit
0.50 ran wl survey @691' 1 1/2 degrees
2.00 drill 761' - 915' w/10 pts on bit 135 rpm @bit
0.50 ran wl survey @843' 2 1/4 degrees
2.00 reduced wob to 8 pts &increased to 144 rpm @bit to straighten hole, drill915' - 1006', totalbha in hole bit, mtr, 4-8"dc,

20-6"dc &4-4 1/2" hvwt dp
0.50 ran wl survey @937'2 1/2 degrees, lower wob to 7 pts w/144 rpm @bit
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ÈESOLUTE Daily Activity Report

NMungRuounca
Well Name: Ratherford U 0832R

API Number Section Township Range Field Name County State/Povinœ Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Gmund Elevation (It) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud DatelTime Rig Release Dateffime

4,613.00 0.00
Dur (hrs) Comment

2.25 drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection, rtns 8.4# fluid, continue drilling and
add duo-vis @ 1ppb, to mud up system

0.75 drill 1080' - 1118' wl7 pts on hit, 144 rpm, screens plugged off on shakers lost fluid to roll off hin, pu off bottom, sd
pump, 1" flow from well, pump h2o back from bin

2.00 recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 & start adding bar to increase i
fluidwt to 8.6 - 8.8 ppg

Report Start Date Report End Date Operations Summary
4/3/2012 4/4/2012 condition mud in system w/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of

floww/pump off pu 7 singles of 4 1/2" dp &tih from 896', no ledges or tightspots hole in good condtion drillf/1116'-
1227' w/7 pts on bit @144 rpm @bit, light 1/4" water flows during connections ran wl survey @ 1155' 1 degree drill
f/1227' - 1475' td, ran wl survey @1475' 1 3/4 degrees, ran sweep of poly plus &nut plug, then spotted safecarb &
nutplug, mica @end of drillpipe start toohwldp

Dur (hrs) Õomment
4.00 condition mud in system w/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of

floww/pump off
0.50 pu 7 singles of 4 1/2" dp &tih from 896', no ledges or tightspots hole in good condtion
5.00 drill f/1116' - 1227' w/7 pts on bit @ 144 rpm @bit, light 1/4" water flows during connections
0.50 ran wl survey @1155' 1 degree

11.50 drillf/1227' - 1475' td
0.50 ran wl survey @1475' 1 3/4 degrees
1.00 ran sweep of poly plus &nut plug, then spotted safecarb & nutplug, mica @end of drillpipe
1.00 start tooh wldp

Report Start Date Report End Date Operations Summary
4/4/2012 4/5/2012 cont toohw/drillpipe & collars, Id 4 - 8" collars well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,

returns started to change from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled all heavy mud returns to
storage in 400 bbl tank on B414, and then started hauling fresh water returns to 15K battery @Aneth, continue to haul
while running casing ru csg crew, jsa on communication on rig floor, pu & rih wl 10 3/4" Hbton float shoe, 1 jt 10 3/4"
40.5# J-55 csg wl3 centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface,
tag td @ 1475', pu 1' off bottom, hang in elevators, rd casing crew spot Hbton &ru equipment, nu cmt head on 10 3/4"
csg &chain down to floor, ru cmt line &fresh h2o to pump truck,have 800 bbls fresh on loc for cmt job, jsa w/cmt & rig
crew, pressure &staying clear of pressured line, pt lines to 4572 (ok) pumped 20 bbls fresh h2o spacer, pumped
261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o 175.8 bbis,pumped 37.1 bbis tail@15.8 # 1.16
yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated 140.5 bbis displacement, pumped 100 bbis h20
displacement @4 bpm, then slowed to 2 bpm @ 100 bbis gone @104 bbis into displacement well pressured up to
1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above the float collor, shut well in with 270 psi, rlu
to pump down back side, pumped 12.4 bbls cmt @ 15.8 # shut down watched cmt fall 5 ft, then pumped 2.5 bbis and
waited one hour cmt fell 3 inches, left cmt @top of conductor flange, woc checked for cement falling @0100 hrs it
seems to be holding

Dur hrs) Comment
1.50 cont tooh wldrillpipe & collars, Id 4 - 8" collars
1.50 well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flowt,
2.00 returns started to change from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled a1\heavy mud returns to

storage in 400 bbi tank on B414, and then started hauling fresh water retums to 15K battery @Aneth, continue to haul
while running casing

4.00 ru csg crew, jsa on communication on rig floor, pu &rih w/ 10 3/4" Hbton float shoe, 1 jt 10 3/4" 40.5# J-55 csg w/3
centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface, tag td @ 1475', pu l'
off bottom, hang in elevators, rd casing crew

1.00 spot Hbton & ru equipment, nu cmt head on 10 3/4" csg & chain down to floor, ru cmt line &fresh h2o to pump truck,
have 800 bbis fresh on loc for cmt job,

0.50 jsa wlcmt &rig crew, pressure &staying clear of pressured line, pt lines to 4572 (ok)
2.00 pumped 20 bbis fresh h2o spacer, pumped 261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o

175.8 bbis,pumped 37.1 bbis tail@ 15.8# 1.16 yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated
140.5 bbis displacement, pumped 100 bbis h20 displacement @4 bpm, then slowed to 2 bpm @ 100 bbis gone @ 104
bbis into displacement well pressured up to 1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above
the float collor

0.50 shut well in with 270 psi, r/u to pump down back side
1.00 pumped 12.4 bbis cmt @ 15.8 #shut down watched cmt fall 5 ft, then pumped 2.5 bbls and waited one hour cmt fell 3

inches, left cmt @top of conductor flange
10.00 woc checked for cement falling @0100 hrs it seems to be holding
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
14-20-603-368

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS Navajo Nation
7. UNITor CA AGREEMENT NAME:Do not use thisform for proposals to drillnewwells, significantly deepen existing wellsbelow currentbottom-hole depth, reenterplugged wells, or t° Ratherforddrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER Ratherford Unit 8-32R
2. NAMEOF OPERATOR: 9. API NUMBER:
Resolute Natural Resources 4303750025

3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1675 Broadway, Ste 1950 Denver STATE CO ZIP 80202 (303) 573-4886 Greater Aneth

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2016 FNL, 1928 FEL COUNTY: $8tl JUan

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 8 415 24E $ STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

4/2/2012 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute Natural Resources submits that well was spud on April2, 2012. Current status is drilling ahead.

RECEIVED
APR1 9 2012

DIV.0FOIL,GAS&MINING

NAME(PLEASE PRINT) Sherry Glass TITLE Sr. Regulatory Technician

S1GNATURE DATE 4/17/2012

(This space for State use only)

(5/2000) (See Instructions on Reverse



RESOl.UTE Daily Activity Report

NATURALREsouncEs
Well Name: Ratherford U 0832R

API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Dateffime Rig Release Date/Time

4,613.00 0.00
Job Category Primary Job Type Secondary Job Type
Drilling Drilling - re-entry
Start Date End Date AFE Number

4/1/2012 10011002
Objective
The Ratherford UnitTeam recommends re-drilling a vertical well, the 8-32R, completing entire wellbore, and producing primary, secondary &eventually tertiary
reserves. The primary target is the DC-IICsubzone with additional upside in the Lower Ismay, DC-IC, DC-IIA,DC-IIB& DC-III.
Contractor Rig Number Rig Type
DJ Drilling 1
Report Start Date Report End Date Operations Summary

2/15/2012 2/15/2012 Remove guy wire off power pole for location prep
Report Start Date Report End Date Operations Summary

2/17/2012 2/17/2012 Jr Construction, reset anchorand resecured thepower pole where location was prep for drilling, MOTE set and test4
Anchors to 25K, test okay, Installed 4 markerand 4 Anchor tags

Report Start Date Report End Date Operations Summary
4/1/2012 4/2/2012 load out rig &equipment from Ratherford 20-22H to location miru rig & spot equipment, raised derrick @1100 hrs nu

20" flange &bell nipple, rig up all lines to closed loop pits, fillstorage & pits w/1440 bbis fresh h2o, notifiedFarmington
BLMof spud timeon 4/2/12 am weld up 16" riser to rotating head &flow T, ru gas buster lines, ru hcr valve for diverter
&6" blooie line to lined pit completenipple up of flow T to shakers drill rathole & mousehole, rack out &tallydrillcollars
&drill pipe bha

2.00 load out rig &equipment from Ratherford 20-22H to location
3.00 miru rig &spot equipment, raised derrick @1100 hrs
4.00 nu 20" flange & bell nipple, rig up all lines toclosed loop pits, fillstorage &pits w/1440 bbis fresh h2o, notified

Farmington BLMof spud timeon 4/2/12 am
7.00 weld up 16" riser to rotating head &flow T, ru gas buster lines, ru hcr valve for diverter &6" blooie line to lined pit
3.00 complete nipple up of flow T to shakers
5.00 drill rathole & mousehole, rack out &tallydrillcollars &drill pipe bha

Report Start Date Report End Date Operations Summary
4/2/2012 4/3/2012 cont racking out drill collars &drillpipe, Pu &mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted

wl3 - 12's and 4 - 18's, 7 3/4" NOV straightdnhole motor Pu &rih w/bit, mtr, 6' stripping rubber &3 - 8" dc to tag @95',
drillout f/95' - 155' w/465 gpm fresh h2o on hole, 135 rpm @bit ran wl survey @90' i degree drill 155' - 248' w/8 pts on
bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs change out stripping rubber for 6 1/2" dc &4 1/2" dp drill248'

- 339' w/8 pts on bit 135 rpm @bit ran w/survey @274' i degree drill339' - 497' w/8 pts on bit, 135 rpm @bit ran wi
survey @390' i degree drill497' - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph ran wl survey @541' 1
degree drill608'- 761' wl10 pts on bit, 135 rpm @bit ran wi survey @691' 1 1/2 degrees drill761' - 915' w/10 pts on bit
135 rpm @bit ran wl survey @843' 2 1/4 degrees reduced wob to 8 pts &increased to 144 rpm @bit tostraighten
hole, drill915' - 1006', totalbha in hole bit, mtr,4-8"dc, 20-6"dc &4-4 1/2" hvwt dp ran wf survey @937'2 1/2 degrees,
Iower wob to7 pts w/144 rpm @bit drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection,
rtns 8.4# fluid, continue drillingand add duo-vis @1ppb, to mud up system drill 1080' - 1116' wl7 pts on bit, 144 rpm,
screens plugged off on shakers lost fluid toroll off bin, pu off bottom, sd pump, 1" flow from well, pump h2o back from
bin recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 &s

1.50 cont racking out drill collars &drillpipe,
0.50 Pu & mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted wl3 - 12's and 4 - 18's, 7 3/4" NOV

straight dnhole motor
2.00 Pu & rih w/bit, mtr,6' strippingrubber & 3 - 8" dc totag @95', drillout f/95' - 155' w/465 gpm fresh h2o on hole, 135

rpm @bit
0.50 ran wl survey @90' 1 degree
1.00 drill 155' - 248' w/8 pts on bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dos
1.00 change out stripping rubber for 6 1/2" dc &4 1/2" dp
1.00 drill 248'- 339' w/8 pts on bit 135 rpm @bit
0.50 ran w/survey @274' i degree
1.25 drill 339' - 49T w/8 pts on bit, 135 rpm @bit
0.50 ran wl survey @390' 1 degree
1.75 drill49T - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph
0.50 ran wlsurvey@541' 1 degree
1.50 drill 608'- 761' wl10 pts on bit, 135 rpm @bit
0.50 ran wl survey @691' 1 1/2 degrees
2.00 drill 761' - 915' w/10pts on bit 135 rpm @bit
0.50 ran wl survey @843' 2 1/4 degrees
2.00 reduced wob to 8 pts &increased to 144 rpm @bit to straighten hole, drill915' - 1006', totalbha in hole bit, mtr, 4-8"dc,

20-6"dc &4-4 1/2" hvwt dp
0.50 ran wl survey @93T 2 1/2 degrees, Iower wob to 7 pts w/144 rpm @bit
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RESOLUTE Daily Activity Report

NATURALREsouRCES

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00

2.25 drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection, rtns 8.4# fluid, continuedrillingandadd duo-vis @1ppb, tomud up system
0.75 drill 1080' - 1116' w/7 pts on bit, 144 rpm, screens plugged offon shakers lost fluid to roll offbin, pu offbottom, sd

pump, 1" flow from well,pump h2o back from bin
2.00 recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circhole, while bringing vis up to 35 &start addingbar to increase

fluid wt to 8.6 - 8.8 ppg
Report Start Date Report End Date Operations Summary

4/3/2012 4/4/2012 condition mud in systemw/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of
floww/pump off pu 7 singles of4 1/2" dp &tih from 896', no ledges or tightspots hole in good condtion drillfli116' -

1227' w/7 pts on bit @ 144 rpm @bit, light 1/4" water flows during connections ran wl survey @1155' 1 degree drill
f/1227'- 1475' td, ran wl survey @ 1475' 1 3/4 degrees, ran sweep of poly plus & nut plug, then spottedsafecarb &
nutplug, mica@end of drillpipe start toohw/dp

4.00 condition mud in system w/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace offlow w/pump off
0.50 pu 7 singles of 4 1/2" dp & tihfrom 896', no ledges or tightspots hole in good condtion
5.00 drill f/1116'- 122T w/7 pts on bit @144 rpm @bit, light 1/4" water flows during connections
0.50 ran wl survey @ 1155' 1 degree

11.50 drillf/1227' - 1475' td
0.50 ran wi survey @1475' i 3/4 degrees
1.00 ran sweep of poly plus &nut plug, then spotted safecarb &nutplug, mica @end ofdrillpipe
1.00 starttooh w/dp

Report Start Date Report End Date Operations Summary
4/4/2012 4/5/2012 cont toohwldrilipipe &collars,Id 4 - 8" collars well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,returns started tochange from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled allheavy mud returns to

storage in 400 bbl tank on B414, and then started hauling fresh water returns to 15K battery @Aneth, continue to haulwhile running casing ru csg crew, jsa on communication on rig floor, pu & rih w/ 10 3/4" Hbton float shoe, i jt 10 3/4"
40.5# J-55 csg w/3 centralizers, 10 3/4" float collar,34 morejts 10 3/4" csg, ran centralizer every 4th jointtosurface,tag td @ 1475', pu 1' off bottom, hang in elevators,rd casing crew spot Hbton & ru equipment,nu cmt head on 10 3/4"
csg & chain down to floor, ru cmt line & fresh h2o to pump truck,have 800 bbis fresh on loc for cmtjob,Isawlcmt &rig
crew, pressure &stayingclear of pressured line, pt lines to 4572 (ok)pumped 20 bbis fresh h2o spacer, pumped
261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o 175.8 bbls,pumped 37.1 bbis tail@15.8 # 1.16
yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated 140.5 bbis displacement, pumped 100 bbis h20
displacement @4 bpm, then slowed to 2 bpm @100 bbis gone @ 104 bbis into displacement well pressured up to
1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above the float collor, shut well in with 270 psi, r/u
to pump down back side, pumped 12.4 bbls cmt@15.8 # shut down watched cmt fall 5 ft, then pumped 2.5 bbis and
waited one hour cmt fell 3 inches, left cmt @top of conductorflange, woc checked for cement falling @0100 hrs it
seems to be holding

Dur (hrs) Comment
1.50 cont tooh w/drillpipe &collars, Id 4 - 8" collars
1.50 well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,
2.00 retums started to change from 9.3 ppg to 8.4 ppg dirty water, allow retums to clean up hauled all heavy mud returns to

storage in 400 bbl tank on B414, and then started hauling fresh water returns to 15K battery @Aneth, continue to haul
while running casing

4.00 ru csg crew,jsa on communication on rig floor, pu & rih w/ 10 3/4" Hbton float shoe, 1 jt 10 3/4" 40.5# J-55 csg w/3
centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface, tag td @1475', pu 1'
off bottom, hang in elevators, rd casing crew

1.00 spot Hbton &ru equipment, nu cmt head on 10 3/4" csg &chain down to floor, ru cmt line &fresh h2o to pump truck,
have 800 bbis fresh on loc for cmt job,

0.50 jsa w/cmt & rig crew, pressure &staying clear of pressured line, pt lines to 4572 (ok)
2.00 pumped 20 bbis fresh h2o spacer, pumped 261bbis lead @12.5#1.88 yield 9.47 gal sk which is 780 sks, mix h2o

175.8 bbis,pumped 37.1 bbis tail@ 15.8 # 1.16 yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated
140.5 bbis displacement, pumped 100 bbis h20 displacement @4 bpm, then slowed to 2 bpm @100 bbis gone @ 104
bbls into displacement well pressured up to 1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above
the float collor

0.50 shut well in with 270 psi, r/u to pump down back side
1.00 pumped 12.4 bbis cmt @15.8 # shut down watched cmt fall 5 ft, then pumped 2.5 bbis and waited one hour cmt fell 3

inches, left cmt @top ofconductorflange
10.00 woc checked for cement falling @0100 hrs it seems to be holding
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RESOLUTE Daily Activity Report

NATURAL REsouRcts

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Weilbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00
Report Start Date Report End Date Operations Summary

4/5/2012 4/6/2012 woc get bop under sub clean bolts get ready to nipple up.cut conductor,10 3/4 surface cut off 20 ft, weld well head on
surface pipe. test well head 1000 psi for 5 mins (ok) n/u bop,hydrill,rotating head,choke manfold, flow line, notifled blm
farmington n.m of bop test got no call back from them.test bop,hydrill, chock manfold, acr valve wouldn't test had one
hot shoted from weatherford, replace pipe ram rubbers,tested pipe rams,blind rams, choke manfold, @250 psi low for
5mins, 2000 psi for 10 mins, tested annular @250 low for 5 mins, 1500 psi for 10 mins, tested csg 600 psi for 30 mins,
funtion test accumulator. tihwith 10 stds dril collors, 2 sdts whdp, 10 stds d/p pick up 4 jts d/p.

I
Dur (hrs) Comment

2.50 woc get bop under sub clean bolts get ready to nipple up.
6.00 cut conductor,10 3/4 surface cut off 20 ft, weld well head on surface pipe.
0.50 test well head 1000 psi for 5 mins (ok)
4.00 n/u bop,hydrill,rotating head,choke manfold, flow line, notifled bim farmington n.m of bop test got no call back from

them.
9.00 test bop,hydrill, chock manfold, acr valve wouldn't test had one hot shoted from weatherford, replace pipe ram

rubbers,tested pipe rams,blind rams, choke manfold, @250 psi low for 5mins, 2000 psi for 10 mins, tested annular@250 low for 5 mins, 1500 psi for 10 mins, tested csg 600 psi for 30 mins, funtion test accumulator.
2.00 tihwith 10 stds dril collors, 2 sdts whdp, 10 stds d/p pick up 4 jts d/p.

Report Start Date Report End Date Operations Summary
4/6/2012 4/7/2012 cont tihtaged cement @ 1067' float collor set @1432, we got 365' cement on top of float collor. drlg cement, bit #2-

97/8 reed m4214cp,ser # IwS114,3-18 jets, with 1-16 center jet circ, tooh 11 stds d/p, 2 stds hwdp, 10 stds 6 1/2' d/c,
jsa with wire line crew, r/u wire line. Run in hole with logging tool, log casing, cement around casing ok. r/d wireline
crew, plu motor, make up tih,drlg cement f/1461 to1478,pump cement water from pits and hole to res pit dril f/1478 to
1540 wob15, rotate 60, pump # 1 130 spm, psi 1000. rop 15 to20 fph willtakesurvey around 1600 ft and adjust wob,
rotate from there

Duf (hrs) Comment
2.00 cont tihtaged cement @106T float collor set @ 1432, we got 365' cement on top of float collor.
8.00 drlg cement, bit # 2- 97/8 reed m4214cp,ser # Iw5114, 3-18 jets, with 1-16 center jet.
0.50 circ
2.00 tooh 11 stds d/p, 2 stds hwdp, 10 stds 6 1/2' d/c
1.00 jsa with wire line crew, r/u wire line. Run in hole with logging tool, Iog casing, cement around casing ok.
0.50 r/d wire line crew
2.00 plu motor, make up tih
1.00 drlg cement f/1461 to1478
2.00 pump cement water from pits and hole to res pit
5.00 dril f/1478 to 1540 wobí5, rotate 60, pump # 1 130 spm, psi 1000. rop 15 to20 fph willtake survey around 1600 ft and

adjust wob, rotate from there
Report Start Date Report End Date Operations Summary

4/7/2012 4/8/2012 drlg f/ 1540 to 1603, survey @1535 1 deg, drlg f/1603 to 1915 change wt on bit from 15000 to 25000 rop went from
18ft per hr to 40 ft per hr willsurveyagain in 300 ft, survey @ 1844 1 deg, serv rig, drlg f/1915 to 2230, survey @2158
2 deg, drlg f/2230 to 2386 back offwt on bit to 18000, survey @2315 11/2 deg

Dur (hrs) Comment
4.00 dr1gfl 1540 to 1603
0.50 survey @1535 1 deg
9.50 drlg f/1603 to 1915 change wt on bit from 15000 to 25000 rop went from 18ft per hr to 40 ft per hr willsurvey again in

300 ft
0.50 survey @ 1844 1 deg, serv rig
6.00 drlg f/1915 to 2230
0.50 survey @2158 2 deg
2.50 drlg f/2230 to 2386 back offwt on bit to 18000
0.50 survey @2315 11/2 deg

Report Start Date Report End Date Operations Summary
4/8/2012 4/9/2012 drlg fl 2386 to 2544, survey @2477 2 deg, drlg f/ 2544 to 2732, work tighthole f/2732 to 2660 hole sloffing on us,

cleaned up hole maid conn, drlg f/2732 to 2793 build vis up to 40 again, dawn crew added h20 to there pits, survey
@27231.5 deg, drlg f/2793 to 2856

Dur (his) | Comment
5.50 drlg f/ 2386 to 2544
0.50 survey @2477 2 deg
4.50 drlg f/ 2544 to 2732
2.00 work tighthole f/2732 to 2660 hole sloffing on us, cleaned up hole maid conn
5.50 dr1gf/2732 to 2793 build vis up to 40 again, dawn crew added h20 to there pits
0.50 survey @27231.5 deg
5.50 drlg f/2793 to 2856
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RESOLUTE Daily Activity Report

NATURALRESOURCEs

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Dateffime Rig Release Date/Time

4,613.00 0.00
Report Start Date Report End Date Operations Summary

4/9/2012 4/10/2012 drlg f/2856 to 2919, survey@2848 11/2 deg, drlg f/2919 to2950, drlg f/2950 to 3104, survey @3033 @21/4 deg, drlg
f/ 3104 to 3120 had drill back offwt on bit from 27000, to 25000

Dur (hrs) | Comment
7.00 drlg f/2856 to 2919
0.50 survey @2848 11/2 deg
2.50 drlg f/2919 to 2950

13.00 drlg f/2950 to 3104
0.50 survey @3033 @21/4 deg
0.50 drlg fl 3104 to 3120 had drillback offwt on bit from 27000, to 25000

Report Start Date Report End Date Operations Summary
4/10/2012 4/11/2012 dril f/3120 to 3267' w/26 pts on bit, rop avg 12.5 fph, 140 rpm @bit, drill f/3267' 3279', ran wl survey @3220' 3 1/2

degrees, drill f/3279' - 3355' lowered wob 2 pts to 24k to straighten hole, willsurvey again in 2 kellys down, ran wl
survey @3282' 3 degrees, drill f/3355' - 3380' w/24 pts on bit, 140 rpm @bit, returns 100% shale, mud weight 9.6 vis
46 ph 9 water loss 14

Dur (liis) Comment
12.00 dril fl3120 to 3267' w/26 pts on bit, rop avg 12.5 fph, 140 rpm @bit
2.25 drill f/3267' - 3279'
0.50 ran wl survey @3220' 3 1/2 degrees
6.00 drill f/3279' - 3355' lowered wob 2 pts to 24k to straighten hole, willsurvey again in 2 kellys down
0.50 ran wl survey@3282' 3 degrees
2.75 drill f/3355' 3380' w/24 pts on bit, 140 rpm @bit, returns 100% shale, mud weight 9.6 vis 46 ph 9 water loss 14

Report Start Date Report End Date Operations Summary
4/11/2012 4/12/2012 drillf/3380' - 3402' w/24 pts on bit, rop dropping steadily to6 fph, decide to make bit trip,bit has 129 hrs, hang back

kelly & toohw/16 stds of 4 1/2" dp, hole sticky, rih w/1 std &circ 45 mins to slick up hole, conttoohw/26 more stds dp,
2 stds 4 1/2" hvywt dp, 10 stds 6 1/2" dcs, xo, motor & 9 7/8" bit, bit outer teeth worn, bearings tight,would not re-run
bit, Id motor & bit, mu new Reed 9 7/8bit, Mod R25AP mtr,xo, 10 stds 6 1/2" dc, 2 stds 4 1/2" hvywt dp, 26 stds 4 1/2"
dp, tag ledge @2425', kelly up & ream thru shale section, hang back kelly, Id 8 jts dp, tihw/4 stds dp, ream &circ wl
singles thrutighthole section from 2425'- 2712', cont tihwldp stds to 3402', drill 3402' - 3420', ran wl survey@3344' 3
degrees, drill 3420'- 3468' w/24 pts on bit, 140 rpm, 80% sandstone 20% shale, mud weight 9.7 ppg, vis 46, ph 10,
water loss 14

Dur (tus) Comment
4.00 drill f/3380' - 3402' w/24 pts on bit, rop dropping steadily to 6 fph, decide to make bit trip,bit has 129 hrs, hang back

kelly &toohw/16 stds of 4 1/2" dp, hole sticky, rih w/1 std &circ 45 mins to slick up hole, cont toohwl26 more stds dp,
2 stds 4 1/2" hvywt dp, 10 stds 6 1/2"

4.00 dcs, xo, motor &9 7/8" bit, bit outer teeth worn,bearings tight,would not re-run bit, Id motor &bit, mu new Reed 9
7/8bit, Mod R25AP mtr, xo, 10 stds 6 1/2" dc, 2 stds 4 1/2" hvywt dp, 26 stds 4 1/2" dp, tag ledge @2425', kelly up &
ream

8.50 thru shale section, hang back kelly,Id 8 jts dp, tihw/4 stds dp, ream & circ w/ singles thrutighthole section from 2425'
- 2712', cont tihwidp stds to 3402'

2.00 drill3402' - 3420'
0.50 ran wl survey @3344' 3 degrees
5.00 drill 3420' - 3468' w/24 pts on bit, 140 rpm, 80% sandstone 20% shale, mud weight 9.7 ppg, vis 46, ph 10, water loss 14

Report Start Date Report End Date Operations Summary
4/12/2012 4/13/2012 drillf/3468' - 3570' w/24 pts on bit 140 rpm, 95% shale/5% sandstone, rig service and wl survey @3505' 2 1/2 degrees,

drillf/3570' - 3664' w/24 pts on bit 140 rpm, 95% sandstone/5% shale, ran wl survey @3591' i 3/4 degrees, drill
f/3664' - 3696' wl24 pts on bit 140 rpm, 80% sandstone/20% shale

Dur (hrs) | Comment
10.00 drillf/3468' - 3570' w/24 pts on bit 140 rpm, 95% shale/5% sandstone
0.50 rig service and wl survey @3505' 2 1/2 degrees
9.25 drill f/3570'- 3664' wl24 pts on bit 140 rpm, 95% sandstone/5% shale
0.50 ran wi survey @3591' 1 3/4 degrees
3.75 drill f/3664'- 3696' w/24 pts on bit 140 rpm, 80% sandstone/20% shale

Report Start Date Report End Date Operations Summary
4/13/2012 4/14/2012 drillf/3696'- 3728', 24 pts on bit, 140 rpm, 100% shale, mud wt 9.8 ppg, vis 45, water loss 10, ph 9, rop 11.6 fph, rig

service, drill f/3728' - 3821' wl24 pts on bit, 140 rpm, 95% shale/5% sandstone, mud wt 9.7 ppg, vis 43, water loss 10.4,
ph 9 rop 8.6 fph, ran wl survey @3755' 2 degrees, drillfl3821' - 3850' increased wob to 26k increased rpm to 150 rpm,
95% shale/5% sandstone, 9.6 fph, drill f/3850' - 3855' 26k on bit, 150 rpm, 60% shale/40% sandstone, mud weight 9.7
ppg, vis 40, water loss 12 ph 9, pu off bottom &circ while repairing closed loop generator, cont drillfrom 3855' - 3889'
w/26 pts on bit, 150 rpm, 80% sandstone/20% shale, mud weight 9.8, vis 45, water loss 10, ph 9 rop 7.5 fph

Dur (hrs) Comment
2.75 drillf/3696' - 3728', 24 pts on bit, 140 rpm, 100% shale, mud wt 9.8 ppg, vis 45, water loss 10, ph 9, rop 11.6 fph
0.75 rig service
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RESOLUTE Daily Activity Report

NATURAL RESOURCES

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Úisiance(ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00
Dur (hrs) | EdeÑ

10.75 drillf/3728' - 3821' wl24 pts on bit, 140 rpm, 95% shale/5% sandstone, mud wt 9.7 ppg, vis 43, water loss 10.4, ph 9
rop 8.6 fph

0.50 ran wl survey @3755' 2 degrees,
3.00 drillf/3821' - 3850' increased wob to 26k increased rpm to 150 rpm, 95% shale/5% sandstone, 9.6 fph
1.25 drill fl3850'- 3855' 26k on bit, 150 rpm, 60% shale/40% sandstone, mud weight 9.7 ppg, vis 40, water loss 12 ph 9
0.50 pu off bottom &circ while repairing closed loop generator
4.50 cont drillfrom 3855' - 3889' w/26 pts on bit, 150 rpm, 80% sandstone/20% shale, mud weight 9.8, vis 45, water loss 10,

ph 9 rop 7.5 fph
Report Start Date Report End Date Operations Summary

4/14/2012 4/15/2012 drillf/3889'- 3923, wob 26000, 150 rpm, 90% shale, 10 % sand stone,vis 45, wt 9.8, wl 10, ph 9, 6.8 ft per hr. pump #1-131 stk @1700psi, rop 6.8, change out dawn generator, drlg f/3923 to 3953 wob 26000, 150 rpms, pump #1 131 stks I
@ 1700 psi, 65% shale, 20% limestone, 15% sandstone, vis 48, wt 9.4,ph 9. rop 6.6, drlg f/3953 to 4006 wob 26000,
150 rpm, pump # 1 131 stks @ 1700 psi, 35% shale, 5 % limestone, 60% sandstone, vis 45, wt 9.9, ph 9. rop 7, survey
@3966 1 1/4 deg, drig fl4006 to 4051 change wt on bit from 26000 to 28000,150 rpm, pump #1 130 stks @1700 psi,
95% shale, 5% limestone, vis 45, wt 9.8, ph 9, wl 10. rop 7.5

Dur (hm) gmment
5.00 drill fl3889' - 3923, wob 26000, 150 rpm, 90% shale, 10 % sand stone,vis 45, wt 9.8, wl 10, ph 9, 6.8 ft per hr. pump #1-131 stk @1700psi, rop 6.8
0.50 change out dawn generator
4.50 drlg f/3923 to 3953 wob 26000, 150 rpms, pump #1 131 stks @ 1700 psi, 65% shale, 20% limestone, 15% sandstone, i

vis 48, wt 9.4,ph 9. rop 6.6
7.50 drlg f/3953 to 4006 wob 26000, 150 rpm, pump # 1 131 stks @ 1700 psi, 35% shale, 5 % Ilmestone, 60% sandstone,

vis 45, wt 9.9, ph 9. rop 7
0.50 survey @3966 1 1/4 deg
6.00 drlg f/4006 to 4051 change wt on bit from 26000 to 28000,150 rpm, pump # 1 130 stks @ 1700 psi, 95% shale, 5%

limestone, vis 45, wt 9.8, ph 9, wl 10. rop 7.5
Report Start Date Report End Date Operations Summary

4/15/2012 4/16/2012 dríg f/ 4051 to 4069 wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% linestone, vis 45, wt 9.7, wl 10, ph 9, rop
7.2, serv rig, drlg fl4069 to 4122, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone vis 43, wt 9.9, wl
13, ph 9, rop 7.5, dril f/4122 to 4175, wob 28000, rpm 150, pump #1 1720 psi, 80% shale, 20% sandstone, vis 44, wt
9.8, wl 12, ph 9,rop 6.6, dril f/4175 to 4220, wob 28000, rpm 150, pump #1 1720 psi, 80% shale, 20% sandstone, vis
43, wt 9,9, wl 12, ph 9, rop 7.5. willsurvey this kelly down @4225'

Dur (hrs) Comment
2.50 drlg fl 4051 to 4069 wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% linestone, vis 45, wt 9.7, wl 10, ph 9, rop

7.2
0.50 serv rig
7.00 drlg f/4069 to 4122, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone vis 43, wt 9.9, wl 13, ph 9,

rop 7.5
8.00 dril f/4122 to 4175, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis 44, wt 9.8, wl 12, ph 9,rop

6.6
6.00 dril f/4175 to 4220, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis 43, wt 9.9, wl 12, ph 9, rop

7.5. will survey this kelly down @4225'
Report Start Date Report End

DaÏà¯ ÒperationsSummary
4/16/2012 4/17/2012 drlg f/4220 to 4227 wob 28000 rpm 150, pump #1 130 stks @ 1700psi, 95% sandstone, 5% shale, vis 44, wt 9.9, wl 12,

ph 9, rop 7ft per hr, serv rig, survey @4154 1 deg, drlg f/4227 to 4287 change wt on bit from 28000, to 31000,rpm 150,
pump # 1 130 stks @1700 psi, 85% shale, 15% sandstone, vis 43, wt 9.8, wl 14, ph 9,, rop 6.6 ft per hr, serv rig, drlg f/
4287 to 4345, wob 31000, rpm 150, pump # 1 130 stks @ 1700 psi, 90% shale, 10% sandstone, vis 44, wt 9.9, wl 14,
ph 9, rop 8.2 ft per hr, drlg f/ 4345 to 4390, wob 32000, rpm 150, pump # 1 130 stks @ 1700 psi, 100% shale, vis 45, wt
9.9, wl 14, ph 9, rop 7.5 ft per hr

Dur (hrs) Comment
1.00 drlg f/4220 to 4227 wob 28000 rpm 150, pump #1 130 stks @1700psi, 95% sandstone, 5% shale, vis 44, wt 9.9, wl 12,

ph 9, rop 7ft per hr
0.50 serv rig, survey @4154 1 deg,
9.00 drlg f/4227 to 4287 change wt on bit from 28000, to 31000,rpm 150, pump #1 130 stks @1700 psi, 85% shale, 15%

sandstone, vis 43, wt 9.8, wl 14, ph 9, rop 6.6 ft per hr
0.50 serv rig
7.00 drlg f/ 4287 to 4345, wob 31000, rpm 150, pump # 1 130 stks @1700 psi, 90% shale, 10% sandstone, vis 44, wt 9.9, wl

14, ph 9, rop 8.2 ft per hr
6.00 drlg f/ 4345 to 4390, wob 32000, rpm 150, pump # 1 130 stks @ 1700 psi, 100% shale, vis 45, wt 9.9, wi 14, ph 9, rop

7.5 ft per hr

www.peloton.com Page 5/5 Report Printed: 4/17/201



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
14-20-603-368

6. IF INDIAN,ALLOTTEEOR TRIBE NAME:SUNDRY NOTICES AND REPORTS ON WELLS Navajo Nation
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Ratherforddrill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL Q OTHER Ratherford Unit 8-32R
2. NAMEOF OPERATOR: 9. API NUMBER:

Resolute Natural Resources 4303750025
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1675 Broadway, Ste 1950 Denver STATE CO ZIP80202 (303) 573-4886 Greater Aneth

4. LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY:

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

4/2/2012 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELLTYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute Natural Resources submits that well was spud on April2, 2012. Current status is drilling ahead.

NAME(PLEASE PRINT) herry Glass TITLE Sr. Regulatory Technician

SIGNATURE DATE 4/24/2012

RFPFNFD
(This space for State use only)

APR3O2012

(5/2000) (See Instructions on Reverse Side) DIV OF OIL, GAS, &



Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province WelÍboreConfig
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Dateffime Rig Release DatelTime

4,613.00 0.00

Job Category Primary Job Type Secondary Job Type
Drilling Drilling - re-entry
Start Date End Date AFE Number

4/1/2012 10011002
Objective
The Ratherford UnitTeam recommends re-drilling a vertical well, the 8-32R, completing entire wellbore, and producing primary, secondary &eventually tertiary
reserves. The primary target is the DC-IICsubzone with additional upside in the Lower Ismay, DC-lC, DC-IIA,DC-IIB& DC-III.
Contractor Rig Number Rig Type
DJ Drilling 1
Report Start Date Report End Date Operations Summary

2/15/2012 2/15/2012 Remove guy wire off power pole for location prep
Report Start Date Report End Date Operations Summary

2/17/2012 2/17/2012 Jr Construction, reset anchor and resecured the power pole where location was prep for drilling, MOTE set and test 4
Anchors to 25K, test okay, Installed 4 marker and 4 Anchor tags

Report Start Date Report End Date Operations Summary
4/1/2012 4/2/2012 load out rig & equipment from Ratherford 20-22H to location miru rig &spot equipment, raised derrick @1100 hrs nu

20" flange & bell nipple, rig up all lines to closed loop pits, fillstorage & pits w/1440 bbis fresh h2o, notified Farmington
BLMof spud timeon 4/2/12 am weld up 16" riser to rotating head &flowT, ru gas buster lines, ru hcr valve for diverter
& 6" blooie line to lined pit complete nipple up of flowT to shakers drill rathole & mousehole, rack out & tallydrill collars
&drillpipe bha

2.00 load out rig &equipment from Ratherford 20-22H to location
3.00 miru rig & spot equipment, raised derrick @1100 hrs
4.00 nu 20" flange &bell nipple, rig up all lines to closed loop pits, fillstorage & pits w/1440 bbis fresh h2o, notified

Farmington BLMof spud timeon 4/2/12 am
7.00 weld up 16" riser to rotating head &flowT, ru gas buster lines, ru hcr valve for diverter &6" blooie line to lined pit
3.00 complete nipple up of flowT to shakers
5.00 drill rathole &mousehole, rack out &tallydrillcollars &drill pipe bha

Report Start Date Report End Date Operations Summary
4/2/2012 4/3/2012 cont racking out drill collars & drilipipe, Pu & mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted

w/3 - 12's and 4 - 18's, 7 3/4" NOV straight dnhole motor Pu & rih w/bit, mtr, 6' stripping rubber & 3 - 8" dc to tag @95',
drillout f/95'- 155' w/465 gpm fresh h2o on hole, 135 rpm @bit ran wl survey @90' 1 degree drill 155' - 248' w/8 pts on
bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs change out stripping rubber for 6 1/2" dc &4 1/2" dp drill248'

- 339' wl8 pts on bit 135 rpm @bit ran w/survey @274' 1 degree drill 339' - 497' wl8 pts on bit, 135 rpm @bit ran wl
survey @390' 1 degree drill497' - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph ran wl survey @541' 1
degree drill 608'- 761' w/10 pts on bit, 135 rpm @bit ran wl survey @691' 1 1/2 degrees drill 761' - 915' w/10 pts on bit
135 rpm @bit ran wl survey @843' 2 1/4 degrees reduced wob to 8 pts & increased to 144 rpm @bit to straighten
hole, drill915' - 1006', total bha in hole bit, mtr, 4-8"dc, 20-6"dc & 4-4 1/2" hvwt dp ran wl survey @937' 2 1/2 degrees,
Iower wob to 7 pts w/144 rpm @bit drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection,
rtns 8.4#fluid, continue drillingand add duo-vis @ 1ppb, to mud up system drill 1080'- 1116' w/7 pts on bit, 144 rpm,
screens plugged off on shakers lost fluid to roll off bin, pu off bottom, sd pump, 1" flowfrom well, pump h2o back from
bin recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 &s

1.50 cont racking out drill collars &drillpipe,
0.50 Pu & mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted w/3 - 12's and 4 - 18's, 7 3/4" NOV

straight dnhole motor
2.00 Pu & rih w/bit, mtr, 6' stripping rubber &3 - 8" dc to tag @95', drillout f/95'- 155' w/465 gpm fresh h2o on hole, 135

rpm @bit

0.50 ran wl survey @90' 1 degree
1.00 drill 155' - 248' w/8 pts on bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs
1.00 change out stripping rubber for 6 1/2" dc &4 1/2" dp
1.00 drill 248' - 339' w/8 pts on bit 135 rpm @bit
0.50 ran w/survey @274' 1 degree
1.25 drill339'- 497' w/8 pts on bit, 135 rpm @bit
0.50 ran wl survey @390' 1 degree
1.75 drill497' - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph
0.50 ran wl survey @541' 1 degree
1.50 drill 608'- 761' w/10 pts on bit, 135 rpm @bit
0.50 ran wl survey @691' i 1/2 degrees
2.00 drill 761' - 915' w/10 pts on bit 135 rpm @bit
0.50 ran wl survey @843' 2 1/4 degrees
2.00 reduced wob to 8 pts &increased to 144 rpm @bit to straighten hole, drill915' - 1006', totalbha in hole bit, mtr, 4-8"dc,

20-6"dc &4-4 1/2" hvwt dp
0.50 ran wl survey @937'2 1/2 degrees, lower wob to 7 pts w/144 rpm @bit
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' i Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud DatelTime Rig Release Date/Time

4,613.00 0.00

2.25 drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection, rtns 8.4# fluid, continue drilling and
add duo-vis @ ippb, to mud up system

0.75 drill 1080' - 1116' w/7 pts on bit, 144 rpm, screens plugged off on shakers lost fluid to roll off bin, pu off bottom, sd
pump, 1" flowfrom well, pump h2o back from bin

2.00 recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 &start adding bar to increase
fluidwt to 8.6 - 8.8 ppg

Report Start Date Report End Date Operations Summary
4/3/2012 4/4/2012 condition mud in system w/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of

floww/pump off pu 7 singles of 4 1/2" dp &tih from 896', no ledges or tightspots hole in good condtion drillf/1116' -

1227' w/7 pts on bit @ 144 rpm @bit, light 1/4" water flows during connections ran wl survey @ 1155' 1 degree drill
f/1227' - 1475' td, ran wl survey @1475' 1 3/4 degrees, ran sweep of poly plus &nut plug, then spotted safecarb &
nutplug, mica @end of drilipipe start toohwldp

4.00 condition mud in system w/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of
floww/pump off

0.50 pu 7 singles of 4 1/2" dp &tih from 896', no ledges or tightspots hole in good condtion
5.00 drill fl1116' - 1227' w/7 pts on bit @144 rpm @bit, light 1/4" water flows during connections
0.50 ran wl survey @1155' 1 degree

11.50 drill f/1227' - 1475' td
0.50 ran wl survey @1475' 1 3/4 degrees
1.00 ran sweep of poly plus & nut plug, then spotted safecarb &nutplug, mica @end of drilipipe
1.00 start toohwldp

Report Stait Date Report End Date Ò¾ations Summary
4/4/2012 4/5/2012 cont tooh w/drilipipe &collars, Id 4 - 8" collars well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,

returns started to change from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled all heavy mud returns to
storage in 400 bbl tank on B414, and then started hauling fresh water returns to 15K battery @Aneth, continue to haul
while running casing ru csg crew, jsa on communication on rig floor, pu & rih w/ 10 3/4" Hbton float shoe, 1 jt 10 3/4"
40.5# J-55 csg w/3 centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface,
tag td @ 1475', pu 1' off bottom, hang in elevators, rd casing crew spot Hbton & ru equipment, nu cmt head on 10 3/4"
csg &chain down to floor, ru cmt line &fresh h2o to pump truck,have 800 bbis fresh on loc for cmt job,jsa w/cmt & rig
crew, pressure &staying clear of pressured line, pt lines to 4572 (ok) pumped 20 bbls fresh h2o spacer, pumped
261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o 175.8 bbis,pumped 37.1 bbis tail@15.8 # 1.16
yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated 140.5 bbis displacement, pumped 100 bbis h20
displacement @4 bpm, then slowed to 2 bpm @ 100 bbis gone @104 bbls into displacement well pressured up to
1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above the float collor, shut well in with 270 psi, r/u
to pump down back side, pumped 12.4 bbis cmt @ 15.8 # shut down watched cmt fall 5 ft, then pumped 2.5 bbis and
waited one hour cmt fell 3 inches, left cmt @top of conductor flange, woc checked for cement falling @0100 hrs it
seems to be holding

1.50 cont toohwldrilipipe &collars, Id 4 - 8" collars
1.50 well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,
2.00 returns started to change from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled all heavy mud returns to

storage in 400 bbi tank on B414, and then started hauling fresh water retums to 15K battery @Aneth, continue to haul
while running casing

4.00 ru csg crew, jsa on communication on rig floor, pu &rih w/ 10 3/4" Hbton float shoe, 1 jt 10 3/4" 40.5# J-55 csg w/3
centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface, tag td @ 1475', pu 1'
off bottom, hang in elevators, rd casing crew

1.00 spot Hbton & ru equipment, nu cmt head on 10 3/4" csg &chain down to floor, ru cmt line &fresh h2o to pump truck,
have 800 bbis fresh on loc for cmt job,

0.50 jsa w/cmt & rig crew, pressure &staying clear of pressured line, pt lines to 4572 (ok)
2.00 pumped 20 bbis fresh h2o spacer, pumped 261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o

175.8 bbis,pumped 37.1 bbis tail@ 15.8 # 1.16 yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated
140.5 bbis displacement, pumped 100 bbls h20 displacement @4 bpm, then slowed to 2 bpm @ 100 bbis gone @ 104
bbis into displacement well pressured up to 1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above
the float collor

0.50 shut well in with 270 psi, rlu to pump down back side
1.00 pumped 12.4 bbis cmt @ 15.8 #shut down watched cmt fall 5 ft, then pumped 2.5 bbis and waited one hour cmt fell 3

inches, left cmt @top of conductor flange
10.00 woc checked for cement falling @0100 hrs it seems to be holding
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Daily Activity Report

Well Name: Ratherford U 0832R
AP1Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Gound Elevation (ft) Casing Flange Elevation (ft) KB-Gound Distance (ft) KB-Casing Flange Distance (11) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00
Repoit Start Date Report End Date Operations Summary

4/5/2012 4/6/2012 woc get bop under sub clean bolts get ready to nipple up.cut conductor,10 3/4 surface cut off 20 ft, weld well head on
surface pipe. test well head 1000 psi for 5 mins (ok) n/u bop,hydrill,rotating head,choke manfold, flow line, notified blm
farmington n.m of bop test got no call back from them.test bop,hydrill, chock manfold, acr valve wouldn't test had one
hot shoted from weatherford, replace pipe ram rubbers,tested pipe rams,blind rams, choke manfold, @250 psi low for
5mins, 2000 psi for 10 mins, tested annular @250 low for 5 mins, 1500 psi for 10 mins, tested csg 600 psi for 30 mins,
funtion test accumulator. tihwith 10 stds dril collors, 2 sdts whdp, 10 stds d/p pick up 4 jts d/p.

2.50 woc get bop under sub clean bolts get ready to nipple up.
6.00 cut conductor,10 3/4 surface cut off 20 ft, weld well head on surface pipe.
0.50 test well head 1000 psi for 5 mins (ok)
4.00 n/u bop,hydrill,rotating head,choke manfold, flow line, notifled bim farmington n.m of bop test got no call back from

them.
9.00 test bop,hydrill, chock manfold, acr valve wouldn't test had one hot shoted from weatherford, replace pipe ram

rubbers,tested pipe rams,blind rams, choke manfold, @250 psi low for 5mins, 2000 psi for 10 mins, tested annular @
250 low for 5 mins, 1500 psi for 10 mins, tested csg 600 psi for 30 mins, funtion test accumulator.

2.00 tihwith 10 stds dril collors, 2 sdts whdp, 10 stds d/p pick up 4 jts d/p.
Report Start Date Report End Date Operations Summary

4/6/2012 4/7/2012 cont tihtaged cement @1067' float collor set @1432, we got 365' cement on top of float collor. drlg cement, bit # 2-
97/8 reed m4214cp,ser #!«5114, 3-18 jets, with 1-16 center jet circ, tooh 11 stds d/p, 2 stds hwdp, 10 stds 6 1/2' d/c,
jsa with wire line crew, rlu wire line, Run in hole with logging tool,log casing, cement around casing ok. r/d wire line
crew, plu motor, make up tih,drig cement f/1461 to1478,pump cement water from pits and hole to res pit dril f/1478 to
1540 wob15, rotate 60, pump #1 130 spm, psi 1000. rop 15 to20 fph will take survey around 1600 ft and adjust wob,
rotate from there

2.00 cont tihtaged cement @ 1067' float collor set @1432, we got 365' cement on top of float collor.
8.00 drlg cement, bit # 2- 97/8 reed m4214cp,ser # Iw5114, 3-18 jets, with 1-16 center jet.
0.50 circ
2.00 tooh 11 stds d/p, 2 stds hwdp, 10 stds 6 1/2' d/c
1.00 jsa with wire line crew, rlu wire line. Run in hole with logging tool, log casing, cement around casing ok.
0.50 r/d wire line crew
2.00 plu motor, make up tih
1.00 drlg cement f/1461 to1478
2.00 pump cement water from pits and hole to res pit
5.00 dril f/1478 to 1540 wob15, rotate 60, pump # 1 130 spm, psi 1000. rop 15 to20 fph will take survey around 1600 ft and

adjust wob, rotate from there
Report Start Date Report End Date Operations Summary

4/7/2012 4/8/2012 drlg f/ 1540 to 1603, survey @ 1535 1 deg, drlg f/1603 to 1915 change wt on bit from 15000 to 25000 rop went from
18ft per hr to 40 ft per hr will survey again in 300 ft, survey @ 1844 1 deg, serv rig, dríg f/1915 to 2230, survey @2158
2 deg, drlg f/2230 to 2386 back offwt on bit to 18000, survey @2315 11/2 deg

4.00 drig f/ 1540 to 1603
0.50 survey @ 1535 1 deg
9.50 drlg f/1603 to 1915 change wt on bit from 15000 to 25000 rop went from 18ft per hr to 40 ft per hr will survey again in

300 ft
0.50 survey @1844 1 deg, serv rig
6.00 drlg f/1915 to 2230
0.50 survey @2158 2 deg
2.50 drlg f/2230 to 2386 back off wt on bit to 18000
0.50 survey @2315 11/2 deg

Report Start Date Report End Date Operations Summary
4/8/2012 4/9/2012 drlg fl 2386 to 2544, survey @2477 2 deg, drlg fl 2544 to 2732, work tighthole f/2732 to 2660 hole sloffing on us,

cleaned up hole maid conn, dr\g f/2732 to 2793 build vis up to 40 again, dawn crew added h20 to there pits, survey
@27231.5 deg, drlg f/2793 to 2856

5.50 drlg f/ 2386 to 2544
0.50 survey @2477 2 deg
4.50 drig f/ 2544 to 2732
2.00 work tighthole f/2732 to 2660 hole sloffing on us, cleaned up hole maid conn
5.50 drlg f/2732 to 2793 build vis up to 40 again, dawn crew added h20 to there pits
0.50 survey @27231.5 deg
5.50 drlg f/2793 to 2856
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Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000

,
8 41S 24E Ratherford San Juan Utah Vertical

Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00
Report Start Date Report End Date .Operations Summary

4/9/2012 4/10/2012 drlg f/2856 to 2919, survey @2848 11/2 deg, dríg f/2919 to 2950, drlg f/2950 to 3104, survey @3033 @21/4 deg, drlg
f/ 3104 to 3120 had drill back off wt on bit from 27000, to 25000

7.00 drlg f/2856 to 2919
0.50 survey @2848 11/2 deg
2.50 dríg f/2919 to 2950

13.00 drlg f/2950 to 3104
0.50 survey @3033 @21/4 deg
0.50 drfg f/ 3104 to 3120 had drill back off wt on bit from 27000, to 25000

Report Start Date Report End Date Operations Summary
4/10/2012 4/11/2012 dril f/3120 to 3267' w/26 pts on bit, rop avg 12.5 fph, 140 rpm @bit, drillf/3267' - 3279', ran wl survey @3220' 3 1/2

degrees, drillfl3279' - 3355' lowered wob 2 pts to 24k to straighten hole, will sunrey again in 2 kellys down, ran wl
survey @3282' 3 degrees, drillf/3355' - 3380' w/24 pts on bit, 140 rpm @bit, returns 100% shale, mud weight 9.6 vis
46 ph 9 water loss 14

12.00 dril f/3120 to 3267' wl26 pts on bit, rop avg 12.5 fph, 140 rpm @bit
2.25 drillf/3267' - 3279'
0.50 ran wi survey @3220' 3 1/2 degrees
6.00 drill fl3279' - 3355' lowered wob 2 pts to 24k to straighten hole, will survey again in 2 kellys down
0.50 ran wl survey @3282' 3 degrees
2.75 drill f/3355'- 3380' w/24 pts on bit, 140 rpm @bit, returns 100% shale, mud weight 9.6 vis 46 ph 9 water loss 14

Report Start Date Report End Date Operations Summary
4/11/2012 4/12/2012 drill f/3380' - 3402' w/24 pts on bit, rop dropping steadily to 6 fph, decide to make bit trip,bit has 129 hrs, hang back

kelly & toohw/16 stds of 4 1/2" dp, hole sticky, rih w/1 std & circ 45 mins to slick up hole, cont tooh w/26 more stds dp,
2 stds 4 1/2" hvywt dp, 10 stds 6 1/2" dcs, xo, motor &9 7/8" bit, bit outer teeth worn, bearings tight,would not re-run
bit, Id motor & bit, mu new Reed 9 7/8bit, Mod R25AP mtr, xo, 10 stds 6 1/2" dc, 2 stds 4 1/2" hvywt dp, 26 stds 4 1/2"
dp, tag ledge @2425', kelly up & ream thrushale section, hang back kelly, Id 8 jts dp, tihw/4 stds dp, ream & circ w/
singles thru tight hole section from 2425' - 2712', cont tihwldp stds to 3402', drill 3402' - 3420', ran wl survey @3344' 3
degrees, drill 3420'- 3468' w/24 pts on bit, 140 rpm, 80% sandstone 20% shale, mud weight 9.7 ppg, vis 46, ph 10,
water loss 14

4.00 drill f/3380' - 3402' w/24 pts on bit, rop dropping steadily to 6 fph, decide to make bit trip,bit has 129 hrs, hang back
kelly &tooh w/16 stds of 4 1/2" dp, hole sticky, rih w/1 std &circ 45 mins to slick up hole, cont tooh w/26 more stds dp,
2 stds 4 1/2" hvywt dp, 10 stds 6 1/2"

4.00 dcs, xo, motor & 9 7/8" bit, bit outer teeth worn, bearings tight,would not re-run bit, Id motor & bit, mu new Reed 9
7/8bit, Mod R25AP mtr, xo, 10 stds 6 1/2" dc, 2 stds 4 1/2" hvywt dp, 26 stds 4 1/2" dp, tag ledge @2425', kelly up &
ream

8.50 thru shale section, hang back kelly, Id 8 jts dp, tihw/4 stds dp, ream & circ w/ singles thru tight hole section from 2425'
- 2712', cont tih wldp stds to 3402'

2.00 drill 3402' - 3420'
0.50 ran wl survey @3344' 3 degrees
5.00 drill 3420' - 3468' w/24 pts on bit, 140 rpm, 80% sandstone 20% shale, mud weight 9.7 ppg, vis 46, ph 10, water loss 14

Report Start Date Report End Date IOperations Summary
4/12/2012 4/13/2012 drillf/3468' - 3570' wl24 pts on bit 140 rpm, 95% shale/5% sandstone, rig service and wi survey @3505'2 1/2 degrees,

drill fl3570' - 3664' w/24 pts on bit 140 rpm, 95% sandstone/5% shale, ran wi survey @3591' 1 3/4 degrees, drill
if/3664' - 3696' w/24 pts on bit 140 rpm, 80% sandstone/20% shale

10.00 drill f/3468' - 3570' wl24 pts on bit 140 rpm, 95% shalel5% sandstone
0.50 rig service and wl survey @3505' 2 1/2 degrees
9.25 drill f/3570' - 3664' w/24 pts on bit 140 rpm, 95% sandstone/5% shale
0.50 ran wl survey @3591' 1 3/4 degrees
3.75 drill fl3664' - 3696' wl24 pts on bit 140 rpm, 80% sandstone/20% shale

Report Start Date Report End Date Operations Summary

4/13/2012 4/14/2012 drill f/3696' - 3728', 24 pts on bit, 140 rpm, 100% shale, mud wt 9.8 ppg, vis 45, water loss 10, ph 9, rop 11.6 fph, rig
service, drill f/3728' - 3821' w/24 pts on bit, 140 rpm, 95% shale/5% sandstone, mud wt 9.7 ppg, vis 43, water loss 10.4,
ph 9 rop 8.6 fph, ran wl survey @3755' 2 degrees, drill f/3821' - 3850' increased wob to 26k increased rpm to 150 rpm,
95% shale/5% sandstone, 9.6 fph, drill f/3850' - 3855' 26k on bit, 150 rpm, 60% shale/40% sandstone, mud weight 9.7
ppg, vis 40, water loss 12 ph 9, pu off bottom & circ while repairing closed loop generator, cont drill from 3855'- 3889'
w/26 pts on bit, 150 rpm, 80% sandstone/20% shale, mud weight 9.8, vis 45, water loss 10, ph 9 rop 7.5 fph

2.75 drill f/3696' - 3728', 24 pts on bit, 140 rpm, 100% shale, mud wt 9.8 ppg, vis 45, water loss 10, ph 9, rop 11.6 fph
0.75 rig service
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Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Gound Distance (ft) KB-Casing Flange Distance (ft) Well Spud DatelTime Rig Release Date/Time

4,613.00 0.00

10.75 drill f/3728' - 3821' w/24 pts on bit, 140 rpm, 95% shale/5% sandstone, mud wt 9.7 ppg, vis 43, water loss 10.4, ph 9
rop 8.6 fph

0.50 ran wl survey @3755' 2 degrees,
3.00 drillf/3821' - 3850' increased wob to 26k increased rpm to 150 rpm, 95% shale/5% sandstone, 9.6 fph
1.25 drill f/3850' - 3855' 26k on bit, 150 rpm, 60% shale/40% sandstone, mud weight 9.7 ppg, vis 40, water loss 12 ph 9
0.50 pu off bottom & circ while repairing closed loop generator
4.50 cont drillfrom 3855' - 3889' w/26 pts on bit, 150 rpm, 80% sandstone/20% shale, mud weight 9.8, vis 45, water loss 10,

ph 9 rop 7.5 fph
Report Start Date Report End Date Operations Summary

4/14/2012 4/15/2012 drillf/3889' - 3923, wob 26000, 150 rpm, 90% shale, 10 % sand stone,vis 45, wt 9.8, wl 10, ph 9, 6.8 ft per hr. pump #
1-131 stk @1700psi, rop 6.8, change out dawn generator, drlg f/3923 to 3953 wob 26000, 150 rpms, pump #1 131 stks
@ 1700 psi, 65% shale, 20% limestone, 15% sandstone, vis 48, wt 9.4,ph 9. rop 6.6, drlg f/3953 to 4006 wob 26000,
150 rpm, pump # 1 131 stks @1700 psi, 35% shale, 5 % Ilmestone, 60% sandstone, vis 45, wt 9.9, ph 9. rop 7, survey
@3966 1 1/4 deg, drlg f/4006 to 4051 change wt on bit from 26000 to 28000,150 rpm, pump # 1 130 stks @ 1700 psi,
95% shale, 5% limestone, vis 45, wt 9.8, ph 9, wl 10. rop 7.5

5.00 drillf/3889'- 3923, wob 26000, 150 rpm, 90% shale, 10 % sand stone,vis 45, wt 9.8, wl 10, ph 9, 6.8 ft per hr. pump #
1-131 stk @1700psi, rop 6.8

0.50 change out dawn generator
4.50 drlg f/3923 to 3953 wob 26000, 150 rpms, pump #1 131 stks @ 1700 psi, 65% shale, 20% limestone, 15% sandstone,

vis 48, wt 9.4,ph 9. rop 6.6
7.50 drlg f/3953 to 4006 wob 26000, 150 rpm, pump # 1 131 stks @ 1700 psi, 35% shale, 5 % limestone, 60% sandstone,

vis 45, wt 9.9, ph 9. rop 7
0.50 survey @3966 1 1/4 deg
6.00 drlg fl4006 to 4051 change wt on bit from 26000 to 28000,150 rpm, pump # 1 130 stks @1700 psi, 95% shale, 5%

Ilmestone, vis 45, wt 9.8, ph 9, wl 10. rop 7.5
Report Start Date Report End Date Operations Summary

4/15/2012 4/16/2012 dríg f/ 4051 to 4069 wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% linestone, vis 45, wt 9.7, wl 10, ph 9, rop
7.2, serv rig, drlg f/4069 to 4122, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone vis 43, wt 9.9, wl
13, ph 9, rop 7.5, dril f/4122 to 4175, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis 44, wt
9.8, wl 12, ph 9,rop 6.6, dril f/4175 to 4220, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis
43, wt 9.9, wi 12, ph 9, rop 7.5. will survey this kelly down @4225'

2.50 drig fl 4051 to 4069 wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% linestone, vis 45, wt 9.7, wl 10, ph 9, rop
7.2

0.50 serv rig
7.00 dríg f/4069 to 4122, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone vis 43, wt 9.9, wl 13, ph 9,

rop 7.5
8.00 dril f/4122 to 4175, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis 44, wt 9.8, wl 12, ph 9,rop

6.6
6.00 dril f/4175 to 4220, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis 43, wt 9,9, wi 12, ph 9, rop

7.5. will survey this kelly down @4225'
Repod Start Date Report End Date Operations Summary

4/16/2012 4/17/2012 drlg f/4220 to 4227 wob 28000 rpm 150, pump # 1 130 stks @ 1700psi, 95% sandstone, 5% shale, vis 44, wt 9.9, wi 12,
ph 9, rop 7ft per hr, serv rig, survey @4154 1 deg, drlg f/4227 to 4287 change wt on bit from 28000, to 31000,rpm 150,
pump # 1 130 stks @ 1700 psi, 85% shale, 15% sandstone, vis 43, wt 9.8, wl 14, ph 9,, rop 6.6 ft per hr, serv rig, drlg f/
4287 to 4345, wob 31000, rpm 150, pump # 1 130 stks @1700 psi, 90% shale, 10% sandstone, vis 44, wt 9.9, wi 14,
ph 9, rop 8.2 ft per hr, drlg fl4345 to 4390, wob 32000, rpm 150, pump # 1 130 stks @1700 psi, 100% shale, vis 45, wt
9.9, wi 14, ph 9, rop 7.5 ft per hr

1.00 drlg f/4220 to 4227 wob 28000 rpm 150, pump # 1 130 stks @ 1700psi, 95% sandstone, 5% shale, vis 44, wt 9.9, wl 12,
ph 9, rop 7ft per hr

0.50 serv rig, survey @4154 1 deg,
9.00 drlg f/4227 to 4287 change wt on bit from 28000, to 31000,rpm 150, pump # 1 130 stks @ 1700 psi, 85% shale, 15%

sandstone, vis 43, wt 9.8, wi 14, ph 9, rop 6.6 ft per hr
0.50 serv rig
7.00 drlg f/ 4287 to 4345, wob 31000, rpm 150, pump # 1 130 stks @1700 psi, 90% shale, 10% sandstone, vis 44, wt 9.9, wl

14, ph 9, rop 8.2 ft per hr

6.00 drlg f/ 4345 to 4390, wob 32000, rpm 150, pump # 1 130 stks @1700 psi, 100% shale, vis 45, wt 9.9, wl 14, ph 9, rop
7.5 ft per hr
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Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
GrouniËIevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00
Report Start Date Report End Date ÕperationsSummary

4/17/2012 4/18/2012 dríg f/4390 to 4415, wob 32000, rpm 150, pump #2 130 stks @1475, 100% shale, vis 44, wt 9.9, wi 13, ph 9, rop 8.3 ft
per hr.rig serv, survey @4342 i deg. drlg f/4415 to 4473 change wt on bit from 32000 to 34000, pump # 2 130 stks @
1475 psi, 70% shale, 25 % sandstone, 5 % linestone, rop 8.9 ft per hr, dril f/4473 to 4503 wob 34000, rpm 150, pump #
1 130 stks 1700 psi, 60% linestone, 20% shale, 20% sand stone, rop 8.5 per hr, bit started torqueingup, loseing, diff
presser, put more wt on bit to check motor and diffpresser presser still wouldn't come up, circ pump flush for tooh, tooh,

Ibit hrs135, motor hrs 167, bit drlg 1101 ft, ave ft per hr 8.1, hole pulling tighf/4408 to 3962, clean pit while tripping.
finesh cleaning pits, tih taged at 2420, Id 6 jts, tihwith 3 stds

3.00 dríg f/4390 to 4415, wob 32000, rpm 150, pump #2 130 stks @1475, 100% shale, vis 44, wt 9.9, wi 13, ph 9, rop 8.3 ft
per hr.

0.50 rig serv, survey @4342 1 deg
6.50 drlg f/4415 to 4473 change wt on bit from 32000 to 34000, pump #2 130 stks @ 1475 psi, 70% shale, 25%

sandstone, 5 % linestone, rop 8.9 ft per hr
3.50 dril f/4473 to 4503 wob 34000, rpm 150, pump # 1 130 stks 1700 psi, 60% linestone, 20% shale, 20% sand stone, rop

8.5 per hr, bit started torqueingup, loseing diff presser, put more wt on bit to check motor and diff presser presser still
wouldn't come up

0.50 circ pump flush for tooh
4.50 tooh,bit hrs135, motor hrs 167, bit drig 1101 ft, ave ft per hr 8.1, hole pulling tigh f/4408 to 3962, clean pit while tripping.
1.00 finesh cleaning pits
3.50 tihtaged at 2420
0.50 Id 6 jts
0.50 tihwith 3 stds

Report Start Date Report End Date Operations Summary
4/18/2012 4/19/2012 wash &ream fl 2420 to 3005 hole fell in on us packed off tight,35000 to 45000 on bit to wash & ream, pump # 1 112

stks @ 1030 psi, vis 43 wt 9.8 wl14 ph 10, tih f/3005 to 4353 work tighthole f/4353, hole out of gauge, ream 150 ft to
4503, td at bit trip,pump # 1 109 stks @ 1230 psi, pumped flushes around while washing & reaming brought back a lot
of pea sized cutting, filled shaker screens up.drig f/4503 to 4563 wob 36000 to 38000, pump # 1 127 stks @1522 psi,
rpm 65, vis 44, wt 9.9, wi 9, 60 % sandstone, 40% shale, rop 7 ft per hr

10.00 wash & ream f/ 2420 to 3005 hole fell in on us packed off tight,35000 to 45000 on bit to wash & ream, pump # 1 112
stks @1030 psi, vis 43 wt 9.8 wl14 ph 10,

0.50 tih f/3005 to 4353
4.00 work tighthole f/4353, hole out of gauge, ream 150 ft to 4503, td at bit trip,pump # 1 109 stks @ 1230 psi, pumped

flushes around while washing &reaming brought back a lot of pea sized cutting, filled shaker screens up.
8.50 drlg f/4503 to 4563 wob 36000 to 38000, pump # 1 127 stks @1522 psi, rpm 65, vis 44, wt 9.9, wi 9, 60 % sandstone,

40% shale, rop 7 ft per hr.
Report Start Date Report End Date Operations Summary

4/19/2012 4/20/2012 drlg f/ 4563 to 4580, wob 28000 to 30000, rpm 65, vis 45 wt 9.8, wi 9, 100 % sandstone rop 6.8 ft per hr. survey @
4539 3 deg serv rig dril f/4580 to 4611 , backed wob off to 26000 to 28000, rpm form 65 to 80, to tryto bring hole back
stright, willdril 30 ft of hole and run survey to see if its working. survey @4571 21/4 deg, ser rig drlg f/4611 to 4642 wob
26000 to 28000 rpm 82, vis 44, wt 9.8, wl 9, 65 % Ilmestone, 25 % sandstone, 10 % shale, tr pyrite, wiil run a survey in
30 ft. rop 6.8 ft per hr circ run survey @4602 3 deg drlg f/4642 to 4648 wob 24000 to 2000, rpm 82 string got to
jumpingbad couldn't put enough wt and rpm to smooth it out because of hole deviation. circ for tooh tooh to pick up
motor and 4- 8" collors, hole tightf/2280 to 2220, bit was balled up with grey clay I thinkits from our tightspot. get
motor & collors to cat walk,id &od collors, ser rig change oil in draw works pu bit,motor,8"collors m/u tih,rerunbit #4

bit #4 in the hole @4503, out at 4648,total footage 145 ft, hrs on bit 22, ave rop 6.5 jas on hot weather, bop drill 35
seconds to muster.

I

2.50 dr\g f/ 4563 to 4580, wob 28000 to 30000, rpm 65, vis 45 wt 9.8, wl 9, 100 % sandstone rop 6.8 ft per hr.
0.50 survey @4539 3 deg serv rig
5.00 dril f/4580 to 4611 , backed wob off to 26000 to 28000, rpm form 65 to 80, to tryto bring hole back stright, will dril 30 ft

of hole and run survey to see if its working.
0.50 survey @4571 21/4 deg, ser rig
5.00 dríg f/4611 to 4642 wob 26000 to 28000 rpm 82, vis 44, wt 9.8, wl 9, 65% limestone, 25 % sandstone, 10 % shale, tr

pyrite, wiil run a survey in 30 ft. rop 6.8 ft per hr
1.00 circ run survey @4602 3 deg
0.50 drlg f/4642 to 4648 wob 24000 to 26000, rpm 82 string got to jumpingbad couldn't put enough wt and rpm to smooth it

out because of hole deviation.
1.00 circ for tooh
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Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province IWellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Gound Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00

4.00 tooh to pick up motor and 4- 8" collors, hole tightf/2280 to 2220, bit was balled up with grey clay I thinkits from our tight
spot.

2.00 get motor &collors to cat walk,id &od collors, ser rig change oil in draw works
2.00 pu bit,motor,8"collors m/u tih,rerunbit #4

Report Start Date Report End Date Operations Summary
4/20/2012 4/21/2012 cont tihw/motor 4-8"dc,20-6"collors,4jts whdp,bha length 884.13, 59 sdts dp + 1 single tag again @2440,wash & ream,

2416 to 2450, reamed 34ft while washing & reaming hole keeps falling in on us, mix flushes seams to help cont to
wash &ream f/2450 to 2478,call Ralph Smith the mud man he toldus to mix every sks of asphasol supreme we had on
loction 88 sks, hole still fallin in keep working pipe &cond hole.pumping sweep every 60 ft of pipe we get in the hole,
bringing back grey shale every flush,some times a lot, some timenot very much.wash & ream f/ 2478 to 2549, reamed
71 ft, hang kelly tih i std Ild topjt, plu kelly ream f/2549 to 2707, hole freed up @2707, reamed 158 ft., hang kelly tih
taged @4590, plu kelly ream f/4575 to 4648, reamed 78 ft, to bottom, drlg f/4648 to4672wob 2600 to 28000, rpm 140,
pump #2 129 stks @1543 psi, wt 9.8 vis 45, wl 8.8, ph 10, 70% sandstone, 30% shale, willsurvey this kelly down

0.50 cont tihw/motor 4-8"dc,20-6"collors,4jts whdp,bha length 884.13, 59 sdts dp + 1 single
1.50 tag again @2440,wash & ream, 2416 to 2450, reamed 34ft while washing & reaming hole keeps falling in on us, mix

flushes seams to help
8.00 cont to wash & ream f/2450 to 2478,call Ralph Smith the mud man he toldus to mix every sks of asphasol supreme we

had on loction 88 sks, hole still fallin in keep working pipe &cond hole.pumping sweep every 60 ft of pipe we get in the
hole, bringing back grey shale every flush,some times a lot, some time not very much.

4.00 wash & ream fl 2478 to 2549, reamed 71 ft
0.50 hang kelly tih 1 std Ild topjt
3.50 plu kelly ream f/2549 to 2707, hole freed up @2707, reamed 158 ft.
1.50 hang kelly tihtaged @4590
1.00 plu kelly ream f/4575 to 4648, reamed 78 ft, to bottom
3.50 drlg f/4648 to4672 wob 2600 to 28000, rpm 140, pump #2 129 stks @ 1543 psi, wt 9.8 vis 45, wl 8.8, ph 10, 70%

sandstone, 30% shale, will survey this kelly down
eport Start Date Report End Date Operations Summary

4/21/2012 4/22/2012 drlg f/4672 to 4674 wob 24000 to 26000 pump # 2 129sks @1543, wt 9.8, vis 45, wi 8.8, ph 10,705 sandstone, 30%
shale circ &survey @4599 2.25 deg, serv rig drlg f/4674 to 4768' wob 26k to 28k pump # 1 127 sks @ 1800 psi, rpm
159, wt 9.8, vis 45, wi 8.8, ph 10, 50% sandstone/40% shale/10% limestone ran wl survey @4688' 2.25 deg. drlg
fl4768' - 4844', wob 28k, pump #1 125 stks @ 1730 psi, rpm 152, wt 9.8, vis 48, wl 8.8, ph 10, 80% limestone/10%
sandstone/10% shale

1.00 drlg f/4672 to 4674 wob 24000 to 26000 pump #2 129sks @1543, wt 9.8, vis 45, wi 8.8, ph 10,705 sandstone, 30%
shale

1.00 circ &survey @4599 2.25 deg, serv rig
11.00 drlg f/4674 to 4768' wob 26k to 28k pump #1 127 sks @ 1800 psi, rpm 159, wt 9.8, vis 45, wl 8.8, ph 10, 50%

sandstone/40% shale/10% limestone
0.50 ran wl survey @4688' 2.25 deg

10.50 drlg f/4768' - 4844', wob 28k, pump #1 125 stks @ 1730 psi, rpm 152, wt 9.8, vis 48, wi 8.8, ph 10, 80% limestone/10%
sandstone/10% shale

eport Start Date Report End Date Operations Summary
4/22/2012 4/23/2012 drlg f/4844' - 4861' wob 28k, pump psi 1700#, rpm 152, wt 9.8, vis 47, wi 8.9, ph 10, 80% sandstone/10%

limestone/10% shale ran wi survey @4786' 2 degrees, rig service dríg fl4861' - 4870' wob 28k pump psi 1760# rpm
152, wt 9.9 vis 43, wl 8.8 ph 10 100% limestone, increased wob to 30K due to limestone formation drlg f/4870'- 4955'
wob 30k pump psi 1800#, rpm 153, wt 9.8, vis 43, wi 10 ph 10.5, 65% sandstone/30% limestone/5% shale ran wl
survey @4876' 1.75 degrees, rig service drlg f/4955'- 5014' wob 35 k, pump psi 1800#, rpm 153, wt 9.9 vis 43, wl 8, ph
9.5 80% limestone/20% shale

2.25 drlg f/4844'- 4861' wob 28k, pump psi 1700#, rpm 152, wt 9.8, vis 47, wi 8.9, ph 10, 80% sandstone/10%
limestone/10% shale

0.50 ran wl survey @4786' 2 degrees, rig service
1.25 ddg f/4861' - 4870' wob 28k pump psi 1760# rpm 152, wt 9.9 vis 43, wl 8.8 ph 10 100% limestone, increased wob to

30K due to limestone formation
12.00 drlg f/4870' - 4955' wob 30k pump psi 1800#, rpm 153, wt 9.8, vis 43, wi 10 ph 10.5, 65% sandstone/30% limestone/5%

shale
0.50 ran wl survey @4876' 1.75 degrees, rig service
7.50 dríg f/4955' - 5014' wob 35 k, pump psi 1800#, rpm 153, wt 9.9 vis 43, wi 8, ph 9.5 80% limestone/20% shale
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\ ' Daily Activity Report

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (It) Casing Flange Elevation (ft) KB-Ground Distance (It) KB-Casing Flange Distance (ft) Well Spud Dateffime Rig Release Date/Time

4,613.00 0.00
Report Start Date Report End Date Operations Summary

4/23/2012 4/24/2012 drlg f/5014' - 5046' w/38 pts on bit, 152 rpm 1800# pump psi, wt 10, vis 43, wi 8.8, ph 9.5 80% limestone/20% shale,
ran wl survey @4975' 2.5 degrees, keep weight at 38 pts w/12 fph p rate and recheck survey in another 100', drlg
f/5046' - 5110' w/38 pts on bit, 152 rpm, 1884# pump psi, wt 10, vis 50, wl 9.6, ph 10, 85% shale/15% limestone p rate
from 7.8 - 10.5 fph, ran wl survey @5033' 1 degree added 2 pts wob to 40K, drig f/5110 - 5173 w/40 pts on bit, 150
rpm, pump # 1 1850 psi, wt 9.9, wl 8.2, vis 43, 70% Ilmestone, 30% shale. 11.5 ft per hr, rig serv, pump sweep, survey
@5095 1.50 degree dril f/5173 - 5235 w/40 pts on bit pump # 1-1875 psi, rpm 150, vis 46, wt 9.8, 8.4, 100% linestone,
10.75 ft per hr

3.25 drlg fl5014' - 5046' w/38 pts on bit, 152 rpm 1800# pump psi, wt 10, vis 43, wi 8.8, ph 9.5 80% limestone/20% shale
0.50 ran wi survey @4975' 2.5 degrees, keep weight at 38 pts w/12 fph p rate and recheck survey in another 100'
8.00 drlg f/5046' - 5110' w/38 pts on bit, 152 rpm, 1884# pump psi, wt 10, vis 50, wl 9.6, ph 10, 85% shale/15% limestone p

rate from 7.8 - 10.5 fph
0.50 ran wl survey @5033' 1 degree added 2 pts wob to 40K
5.50 drig f/5110 - 5173 w/40 pts on bit, 150 rpm, pump # 1 1850 psi, wt 9.9, wi 8.2, vis 43, 70% limestone, 30% shale. 11.5 ft

per hr.
0.50 rig serv, pump sweep, survey @5095 1.50 degree
5.75 dril f/5173 - 5235 w/40 pts on bit pump # 1-1875 psi, rpm 150, vis 46, wt 9.8, 8.4, 100% linestone, 10.75 ft per hr
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
14-20-603-368

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS Navajo Nation
7. UNITor CA AGREEMENT NAME:Do not use thisform for proposalsto drillnewwells,significantlydeepen existingwellsbelow currentbottom-hole depth, reenterplugged wells, or to Ratherforddrill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER
Ratherford Unit 8-32R

2. NAMEOF OPERATOR: 9. API NUMBER:
Resolute Natural Resources 4303750025

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1675 Broadway, Ste 1950 on Denver STATE CO ZIP 80202 (303) 573-4886 Greater Aneth

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2016 FNL, 1928 FEL COUNTY: $80 $U$IÍ

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 8 41S 24E S STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

4/2/2012 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute Natural Resources submits that well was spud on April2, 2012. Current status is drilling ahead.

NAME(PLEASEPRINT) Sherry Glass TITLE Sr. Regulatory Technician

SIGNATURE DATE 5/3/2012

(This space for State use only)

RECENED

gg 07 2012
(5/2000) (See Instructions on Reverse Side)

Div.0F OtL,GAS&



- RESOLUTE Daily Activity Report

NATURALRESOURCES

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KBaround Distance (ft) KB-Casing Flange Distance (ft) Well Spud Dateffime Rig Release DatelTime

4,613.00 0.00 4/2/2012 08:00
Job Category Primary Job Type Secondary Job Type
Drilling Drilling - re-entry
Start Date End Date AFE Number

4/1/2012 10011002
Objective
The Ratherford Unit Team recommends re-drilling a vertical well, the8-32R, completingentirewellbore,and producing primary,secondary &eventuallytertiary
reserves. The primary target is the DC-IICsubzone with additional upside in the Lower Ismay, DC-IC, DC-IIA,DC-IIB& DC-III.
Contractor Rig Number Rig Type
DJ Drilling 1
Report Start Date Report End Date Operations Summary

2/15/2012 2/15/2012 Remove guy wire off power pole for location prep
Report Start Date Report End Date Operations Summary

2/17/2012 2/17/2012 Jr Construction, reset anchor and resecured the power pole where location was prep for drilling, MOTE set and test4
Anchors to 25K, testokay, Installed 4 marker and 4 Anchor tags

Report Start Date Report End Date Operations Summary
4/1/2012 4/2/2012 load out rig &equipment from Ratherford 20-22H to location miru rig &spot equipment,raised derrick @1100 hrs nu

20" flange &bell nipple, rig up all lines to closed loop pits, fillstorage &pits wl1440 bbis fresh h2o, notified Farmington
BLMof spud timeon 4/2/12 am weld up 16"riser to rotating head &flow T, ru gas buster lines, ru hcr valve for diverter
&6" blooie line to lined pit complete nipple up of flowT to shakers drill rathole & mousehole, rack out &tallydrillcollars
&drill pipe bha

DurJhrs) Comment
2.00 load out rig &equipmentfrom Ratherford 20-22H to location
3.00 miru rig &spot equipment, raised derrick @1100 hrs
4.00 nu 20" flange & bell nipple, rigup all lines to closed loop pits, fillstorage &pits w/1440 bbis fresh h2o, notified

Farmington BLMof spud timeon 4/2/12 am
7.00 weld up 16" riser to rotating head &flowT, ru gas buster lines, ru hcr valve for diverter &6" blooie line to lined pit
3.00 complete nipple up of flow T to shakers
5.00 drill rathole & mousehole,rack out &tallydrillcollars&drill pipe bha

Report Start Date Report End Date Operations Summary
4/2/2012 4/3/2012 cont racking out drill collars &drilipipe, Pu &mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted

w/3 - 12's and 4 - 18's, 7 3/4" NOV straight dnhole motor Pu &rih w/bit, mtr, 6' stripping rubber &3 - 8" dc to tag@95',
drill out f/95' - 155' wl465 gpm fresh h2o on hole, 135 rpm @bit ran wl survey @90' 1 degree drill 155' - 248' w/8 pts on
bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs change out stripping rubber for 6 1/2" dc &4 1/2" dp drill248'
- 339' w/8 pts on bit 135 rpm @bit ran w/survey @274' 1 degree drill339' - 497' w/8 pts on bit, 135 rpm @bit ran wl
survey @390' 1 degree drill497' - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph ran wl survey @541' 1
degree drill608'- 761' w/10 pts on bit, 135 rpm @bit ran wlsurvey @691' 1 1/2 degrees drill761' - 915' w/10 pts on bit
135 rpm @bit ran wi survey @843'2 1/4 degrees reduced wob to 8 pts & increased to 144 rpm @bit to straighten
hole, drill915' - 1006', totalbha in hole bit, mtr,4-8"dc, 20-6"dc &4-4 1/2" hvwt dp ran wl survey @937' 2 1/2 degrees,
Iower wob to7 pts w/144 rpm @bit drill 1006' - 1080' w/6 - 7 pts on bit, 144 rpm, well flowing water during connection,
rtns 8.4# fluid, continue drillingand add duo-vis @1ppb, to mud up system drill 1080' - 1116' wl7 pts on bit, 144 rpm,
screens plugged offon shakers lost fluidto roll offbin, pu offbottom, sd pump, 1" flow from well, pump h2o back from
bin recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 &s

Dur(hrs) Comment
1.50 cont racking out drill collars &drillpipe,
0.50 Pu & mu Reed 14 3/4" Model RSR716M-B6 7 blade PDC bit, s/n 223338 jetted w/3 - 12's and 4 - 18's, 7 3/4" NOV

straight dnhole motor
2.00 Pu & rih w/bit, mtr, 6' stripping rubber & 3 - 8" dc to tag @95', drill out f/95' - 155' w/465 gpm fresh h2o on hole, 135

rpm @bit
0.50 ran wi survey @90' i degree
1.00 drill 155' - 248' w/8pts on bit, 135 rpm @bit, total4-8" dc in hole, start pu 6 1/2" dcs
1.00 change out stripping rubber for 6 1/2" dc &4 1/2" dp
1.00 drill248'- 339' wl8 pts on bit 135 rpm @bit
0.50 ran w/survey @274' i degree
1.25 drill 339' - 497' wl8 pts on bit, 135 rpm @bit
0.50 ran wl survey @390' 1 degree
1.75 drill497' - 608' w/8 - 10 pts on bit, 135 rpm @bit, rop avg 90 fph
0.50 ran wi survey @541' 1 degree
1.50 drill608'- 761' w/10 pts on bit, 135 rpm @bit
0.50 ran wl survey @691' 1 1/2 degrees
2.00 drill 761' - 915' w/10 pts on bit 135 rpm @bit
0.50 ran wl survey @843' 2 1/4 degrees
2.00 reduced wob to 8 pts &increased to 144 rpm @bit to straighten hole, drill915'- 1006', totalbha in hole bit, mtr, 4-8"dc,

20-6"dc &4-4 1/2" hvwt dp
0.50 ran wl survey @937' 2 1/2 degrees, Iower wob to 7 pts w/144 rpm @bit
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- RESOLUTg Daily Activity Report

NATURALRESouRCEs

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Dur (hrs) Comment

2.25 drill 1006' - 1080' wl6 - 7 pts on bit, 144 rpm, well flowing water during connection, rtns 8.4#fluid, continue drillingand
add duo-vis @ ippb, to mud up system

0.75 drill 1080' - 1116' wl7 pts on bit, 144 rpm, screens plugged offon shakers lost fluid to roll off bin, pu off bottom, sd
pump, 1" flow from well, pump h2o back from bin

2.00 recip pipe hole good cond, Id 7 jts 4 1/2" dp to 896' circ hole, while bringing vis up to 35 &start addingbar to increase
fluid wt to 8.6 - 8.8 ppg

Report Start Date Report End Date Operations Summary
4/3/2012 4/4/2012 condition mud in system w/10.4 ppg mudfrom storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of

flow w/pump off pu 7 singles of 4 1/2" dp & tih from 896', no ledges or tightspots hole in good condtiondrillf/1116' -

1227' wl7 pts on bit @ 144 rpm @bit, light 1/4" water flows during connections ran wl survey @ 1155' 1 degree drill
f/1227'- 1475' td, ran wl survey @1475' i 3/4 degrees, ran sweep of poly plus &nut plug, then spottedsafecarb &
nutplug, mica @end of drillpipe start toohwldp

Dur(he) Comment
4.00 condition mud in system w/10.4 ppg mud from storage, brought mud wt up to 9.3 ppg while circulating, circ until trace of

floww/pump off
0.50 pu 7 singles of 4 1/2" dp &tih from 896', no ledges or tightspots hole in good condtion
5.00 drill f/1116' - 1227' w/7 pts on bit @144 rpm @bit, light 1/4" water flows during connections
0.50 ran wl survey @1155' 1 degree

11.50 drill f/1227' - 1475' td
0.50 ran wl survey @ 1475' 1 3/4 degrees
1.00 ran sweep of poly plus &nut plug, then spotted safecarb & nutplug, mica @end of drillpipe
1.00 start tooh w/dp

Report Start Date Report End Date Operations Summary
4/4/2012 4/5/2012 cont toohwldrillpipe &collars, Id 4 - 8" collars well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,

returns started to change from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled allheavy mud returns to
storage in 400 bbl tank on B414, and then started hauling fresh water returns to 15K battery @Aneth, continue to haul
while running casing ru csg crew, jsa on communication on rig floor, pu & rih w/ 10 3/4" Hbton float shoe, 1 jt 10 3/4"
40.5# J-55 csg wl3 centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface,
tag td@ 1475', pu 1' off bottom, hang in elevators, rd casing crew spot Hbton & ru equipment, nu cmt head on 10 3/4"
csg &chain down to floor, ru cmt line &fresh h2o to pump truck,have 800 bb\s fresh on loc for cmt job,jsa w/cmt &rig
crew, pressure &staying clear of pressured line, pt lines to 4572 (ok) pumped 20 bbis fresh h2o spacer, pumped
261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o 175.8 bbis,pumped 37.1 bbis tail@15.8 # 1.16
yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated 140.5 bbis displacement, pumped 100 bbis h20
displacement @4 bpm, then slowed to 2 bpm @ 100 bbis gone @104 bbis into displacement well pressured up to
1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above the float collor, shut well in with 270 psi, r/u
to pump down back side, pumped 12.4 bbis cmt @15.8 #shut down watched cmt fall 5 ft, then pumped 2.5 bbis and
waited one hour cmt fell 3 inches, left cmt @top of conductor flange, woc checked for cement falling @0100 hrs it
seems to be holding

Dur (hrs) Comment
1.50 cont toohwldrilipipe &collars, Id 4 - 8" collars I
1.50 well flowing 1/2" stream to pits, open hcr divert flow to lined pit, nd flow t,
2.00 returns started to change from 9.3 ppg to 8.4 ppg dirty water, allow returns to clean up hauled allheavy mud returns to

storage in 400 bbl tank on B414, and then started hauling fresh water returns to 15K battery @Aneth, continue to haul
while running casing

4.00 ru csg crew, jsa on communication on rig floor, pu & rih w/ 10 3/4" Hbton float shoe, 1 jt 10 3/4" 40.5# J-55 csg w/3
centralizers, 10 3/4" float collar, 34 more jts 10 3/4" csg, ran centralizer every 4th jointto surface, tag td @1475', pu 1'
off bottom, hang in elevators, rd casing crew

1.00 spot Hbton &ru equipment, nu cmt head on 10 3/4" csg &chain down to floor, ru cmt line &fresh h20 to pump truck,
have 800 bbis fresh on loc for cmt job,

0.50 jsa w/cmt & rig crew, pressure & staying clear of pressured line, pt lines to 4572 (ok)
2.00 pumped 20 bbis fresh h2o spacer, pumped 261bbis lead @12.5# 1.88 yield 9.47 gal sk which is 780 sks, mix h2o

175.8 bbls,pumped 37.1 bbis tail@ 15.8 #1.16 yield,4.98 gal sks which is 180 sks, mix h20 21.3. drop plug caculated
140.5 bbis displacement, pumped 100 bbis h20 displacement @4 bpm, then slowed to 2 bpm @100 bbis gone @ 104
bbis into displacement well pressured up to 1650 psi, locking up leaving 36.5 bbis of cmt in casing which is 372 ft above
the float collor

0.50 shut well in with 270 psi, r/u to pump down back side
1.00 pumped 12.4 bbis cmt @15.8 # shut down watched cmt fall 5 ft, then pumped 2.5 bbls and waited one hour cmt fell 3

inches, left cmt @top of conductor flange
10.00 woc checked for cement falling @0100 hrs it seems to be holding
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Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Weilbore Cont1g
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Wel1Spud Date/Time Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Report Start Date Report End Date Operations Summary

4/5/2012 4/6/2012 woc get bop under sub clean bolts get ready to nipple up.cut conductor,10 3/4 surface cut off 20 ft, weld well head on
surface pipe. test well head 1000 psi for 5 mins (ok) n/u bop,hydrill,rotating head,choke manfold, flow line, notifled bim
farmington n.m of bop test got no call back from them.test bop,hydrill, chock manfold, acr valve wouldn't test had one
hot shoted from weatherford, replace pipe ram rubbers,tested pipe rams,blind rams, choke manfold, @250 psi low for
5mins, 2000 psi for 10 mins, tested annular @250 low for 5 mins, 1500 psi for 10 mins, tested csg 600 psi for 30 mins,
funtion testaccumulator. tihwith 10 stds dril collors, 2 sdts whdp, 10 stds d/p pick up 4 jts dlp.

Dur (hrs) Comment
2.50 woc get bop under sub clean bolts get ready to nipple up.
6.00 cut conductor,10 3/4 surface cut off 20 ft, weld well head on surface pipe.
0.50 test well head 1000 psi for 5 mins (ok)
4.00 n/u bop,hydrill,rotating head,choke manfold, flow line, notified bim farmington n.m of bop test got no call back from

them.
9.00 test bop,hydrill, chock manfold, acr valve wouldn't test had one hot shoted from weatherford, replace pipe ram

rubbers,tested pipe rams,blind rams, choke manfold, @250 psi low for Smins, 2000 psi for 10 mins, tested annular @
250 low for 5 mins, 1500 psi for 10 mins, tested csg 600 psi for 30 mins, funtion test accumulator.

2.00 tihwith10 stds dril collors, 2 sdts whdp, 10 stds d/p pick up 4 jts d/p.
Report Start Date Report End Date Operations Summary

4/6/2012 4/7/2012 cont tihtaged cement @ 106T float collor set @ 1432, we got 365' cement on top of float collor. drlg cement, bit #2-
97/8 reed m4214cp,ser # Iw5114, 3-18 jets, with 1-16 center jet circ, tooh 11 stds d/p, 2 stds hwdp, 10 stds 6 1/2' d/c,
jsa with wire line crew, r/u wire line. Run in hole with logging tool, log casing, cement around casing ok. r/d wire line
crew, plu motor, make up tih,drlg cement fl1461 to1478,pump cement water from pits and hole to res pit dril f/1478 to
1540 wob15, rotate 60, pump # 1 130 spm, psi 1000. rop 15 to20 fph will take survey around 1600 ft and adjust wob,
rotate from there

Dur (hrs) Comment
2.00 cont tihtaged cement @1067 float collor set @ 1432, we got 365' cement on top of float collor.
8.00 drlg cement, bit # 2- 97/8 reed m4214cp,ser # Iw5114, 3-18 jets, with 1-16 center jet.
0.50 circ
2.00 tooh 11 stds d/p, 2 stds hwdp, 10 stds 6 1/2' d/c
1.00 jsa with wire line crew, r/u wire line. Run in hole with logging tool, log casing, cement around casing ok.
0.50 r/d wire line crew
2.00 plu motor, make up tih
1.00 drlg cement f/1461 to1478
2.00 pump cement water from pits and hole to res pit
5.00 dril f/1478 to 1540 wob15, rotate 60, pump # 1 130 spm, psi 1000. rop 15 to20 fph willtake survey around 1600 ft and

adjust wob, rotate from there
Report Start Date Report End Date Operations Summary

4/7/2012 4/8/2012 drIg f/ 1540 to 1603, survey @1535 1 deg, drlg f/1603 to 1915 change wt on bit from 15000 to 25000 rop went from
18ft per hr to 40 ft per hr willsurvey again in 300 ft, survey @ 1844 1 deg, serv rig, drlg fl1915 to 2230, survey @2158
2 deg, drlg f/2230 to 2386 back off wt on bit to 18000, survey @2315 11/2 deg

Dur (hrs) Comment
4.00 drlg fl 1540 to 1603
0.50 survey @ 1535 1 deg
9.50 drlg f/1603 to 1915 change wt on bit from 15000 to 25000 rop went from 18ft per hr to 40 ft per hr willsurvey again in

300 ft
0.50 survey @1844 1 deg, serv rig
6.00 drlg f/1915 to 2230
0.50 survey @2158 2 deg
2.50 drlg f/2230 to 2386 back offwt on bit to 18000
0.50 survey @2315 11/2 deg

Report Start Date Report End Date Operations Summary
4/8/2012 4/9/2012 drlg f/ 2386 to 2544, survey @2477 2 deg, drlg f/ 2544 to 2732, work tighthole f/2732 to 2660 hole sloffing on us,

cleaned up hole maid conn, drlg f/2732 to 2793 build vis up to 40 again, dawn crew added h20 to there pits, survey
@27231.5 deg, drlg f/2793 to 2856

Dur (hrs) Comment
5.50 drlg fl 2386 to 2544
0.50 survey @2477 2 deg
4.50 drlg fl 2544 to 2732
2.00 work tighthole f/2732 to 2660 hole slofling on us, cleaned up hole maid conn
5.50 drlg f/2732 to 2793 build vis up to 40 again, dawn crew added h20 to there pits
0.50 survey @27231.5 deg
5.50 drlg f/2793 to 2856
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Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud DateTTime Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
i

Report Start Date Report End Date Operations Summary
4/9/2012 4/10/2012 drlg f/2856 to 2919, survey @2848 11/2 deg, drlg f/2919 to 2950, drlg f/2950 to 3104, survey@3033 @21/4 deg, drlg

fl 3104 to 3120 had drillback off wt on bit from 27000, to 25000
Dur (hrs) Comment

7.00 drlg f/2856 to 2919
0.50 survey @2848 11/2 deg
2.50 drlg f/2919 to 2950

13.00 drlg f/2950 to 3104
0.50 survey @3033 @21/4 deg
0.50 drlg f/ 3104 to 3120 had drillback offwt on bit from 27000, to 25000

Report Start Date Report End Date Operations Summary
4/10/2012 4/11/2012 dril f/3120 to 326T w/26 pts on bit, rop avg 12.5 fph, 140 rpm @bit, drillf/3267' - 3279', ran wl survey @3220' 3 1/2

degrees, drillf/3279' - 3355' lowered wob 2 pts to 24k to straighten hole, willsurvey again in 2 kellys down, ran wl
survey @3282' 3 degrees, drillf/3355' - 3380' w/24 pts on bit, 140 rpm @bit, returns 100% shale, mud weight 9.6 vis
46 ph 9 water loss 14

Dur (hrs) Comment
12.00 dril f/3120 to 3267' w/26 pts on bit, rop avg 12.5 fph, 140 rpm @bit
2.25 drill fl3267' - 3279'
0.50 ran wl survey @3220' 3 1/2 degrees
6.00 drill f/3279' - 3355' lowered wob 2 pts to 24k to straighten hole, willsurvey again in 2 kellys down
0.50 ran wl survey @3282' 3 degrees
2.75 drill f/3355' - 3380' w/24 pts on bit, 140 rpm @bit, returns 100% shale, mudweight 9.6 vis 46 ph 9 water loss 14

Report Start Date Report End Date Operations Summary
4/11/2012 4/12/2012 drill f/3380' - 3402' w/24 pts on bit, rop dropping steadily to 6 fph, decide to make bit trip,bit has 129 hrs, hang back

kelly & toohw/16 stds of 4 1/2" dp, hole sticky, rih w/1 std &circ 45 mins to slick up hole, cont toohwl26 more stds dp,
2 stds 4 1/2" hvywt dp, 10 stds 6 1/2" dcs, xo, motor &9 7/8" bit, bit outer teeth worn, bearings tight,would not re-run
bit, Id motor &bit, mu new Reed 9 7/8bit, Mod R25AP mtr, xo, 10 stds 6 1/2" dc, 2 stds 4 1/2" hvywt dp, 26 stds 4 1/2"
dp, tag ledge @2425', kelly up &ream thrushale section, hang back kelly, Id 8 jts dp, tihw/4 stds dp, ream &circ w/
singles thrutighthole section from 2425' - 2712', cont tihwldp stds to 3402', drill 3402' - 3420', ran wl survey @3344' 3
degrees, drill3420' - 3468' wl24 pts on bit, 140 rpm, 80% sandstone 20% shale, mud weight 9.7 ppg, vis 46, ph 10,
water loss 14

Dur (his) Comriient
4.00 drill f/3380' - 3402' wl24 pts on bit, rop dropping steadily to 6 fph, decide to make bit trip,bit has 129 hrs, hang back

kelly & toohw/16 stds of 4 1/2" dp, hole sticky, rih wl1 std &circ 45 mins to slickup hole, cont toohw/26 more stds dp,
2 stds 4 1/2" hvywt dp, 10 stds 6 1/2"

4.00 dcs, xo, motor &9 7/8" bit, bit outer teeth worn, bearings tight,would not re-runbit, Id motor &bit, mu new Reed 9
7/8bit, Mod R25AP mtr, xo, 10 stds 6 1/2" dc, 2 stds 4 1/2" hvywt dp, 26 stds 4 1/2" dp, tag ledge @2425', kelly up &
ream

8.50 thru shale section, hang back kelly, Id 8 jts dp, tihw/4 stds dp, ream &circ w/ singles thrutighthole section from 2425'
- 2712', cont tihwldp stds to 3402'

2.00 drill 3402' - 3420'
0.50 ran wl survey @3344' 3 degrees
5.00 drill 3420' - 3468' w/24 pts on bit, 140 rpm, 80% sandstone 20% shale, mud weight 9.7 ppg, vis 46, ph 10, water loss 14

Report Start Date Report End Date Operations Summary
4/12/2012 4/13/2012 drill f/3468' - 3570' w/24 pts on bit 140 rpm, 95% shale/5% sandstone, rig service and wl survey @3505' 2 1/2 degrees,

drill f/3570' - 3664' w/24 pts on bit 140 rpm, 95% sandstone/5% shale, ran wl survey @3591' 1 3/4 degrees, drill
f/3664' - 3696' wl24 pts on bit 140 rpm, 80% sandstone/20% shale

Dur (hrs) Comment
10.00 drillf/3468' - 3570' w/24 pts on bit 140 rpm, 95% shale/5%sandstone
0.50 rig service and wl survey @3505' 2 1/2 degrees
9.25 drill f/3570'- 3664' wl24 pts on bit 140 rpm, 95% sandstone/5%shale
0.50 ran wl survey @3591' 1 3/4 degrees
3.75 drill f/3664' - 3696' w/24 pts on bit 140 rpm, 80% sandstone/20% shale

Report Start Date Report End Date Operations Summary
4/13/2012 4/14/2012 drill f/3696' - 3728', 24 pts on bit, 140 rpm, 100% shale, mud wt 9.8 ppg, vis 45, water loss 10, ph 9, rop 11.6 fph, rig

service, drill f/3728' - 3821' wl24 pts on bit, 140 rpm, 95% shale/5% sandstone, mud wt 9.7 ppg, vis 43, water loss 10.4,
ph 9 rop 8.6 fph, ran wl survey @3755' 2 degrees, drillf/3821' - 3850' increased wob to 26k increased rpm to 150 rpm,
95% shalel5% sandstone, 9.6 fph, drill fl3850' - 3855' 26k on bit, 150 rpm, 60% shale/40% sandstone, mud weight 9.7
ppg, vis 40, water loss 12 ph 9, pu off bottom &circ while repairing closed loop generator, cont drillfrom 3855' - 3889'
wl26 pts on bit, 150 rpm, 80% sandstone/20% shale, mud weight 9.8, vis 45, water loss 10, ph 9 rop 7.5 fph

Dur (hrs) Comment
2.75 drillf/3696'- 3728', 24 pts on bit, 140 rpm, 100% shale, mud wt 9.8 ppg, vis 45, water loss 10, ph 9, rop 11.6 fph
0.75 rig service
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Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Dur (hrs) Comment

10.75 drill f/3728' - 3821' w/24 pts on bit, 140 rpm, 95% shalel5% sandstone, mud wt 9.7 ppg, vis 43, water loss 10.4, ph 9
rop 8.6 fph

0.50 ran wl survey @3755' 2 degrees,
3.00 drillfl3821' - 3850' increased wob to 26k increased rpm to 150 rpm, 95% shale/5% sandstone, 9.6 fph
1.25 drill f/3850' - 3855' 26k on bit, 150 rpm, 60% shale/40% sandstone, mud weight 9.7 ppg, vis 40, water loss 12 ph 9
0.50 pu off bottom &circ while repairing closed loop generator
4.50 cont drillfrom 3855'- 3889' w/26 pts on bit, 150 rpm, 80% sandstone/20% shale, mudweight 9.8, vis 45, water loss 10,

ph 9 rop 7.5 fph
Report Start Date Report End Date Operations Summary

4/14/2012 4/15/2012 drillf/3889'- 3923, wob 26000, 150 rpm, 90% shale, 10 % sand stone,vis 45, wt 9.8, wl 10, ph 9, 6.8 ft per hr. pump #
1-131 stk @1700psi, rop 6.8, change outdawn generator, drlg fl3923 to 3953 wob 26000, 150 rpms, pump #1 131 stks
@ 1700 psi, 65% shale, 20% limestone, 15% sandstone, vis 48, wt 9.4,ph 9. rop 6.6, drlg f/3953 to 4006 wob 26000,
150 rpm, pump # 1 131 stks @1700 psi, 35% shale, 5 % limestone, 60% sandstone, vis 45, wt 9.9, ph 9. rop 7, survey
@3966 1 1/4 deg, drlg f/4006 to 4051 change wt on bit from 26000 to 28000,150 rpm, pump # 1 130 stks @1700 psi,
95% shale, 5% Ilmestone, vis 45, wt 9.8, ph 9, wl 10. rop 7.5

Dur (hrs) Comment
5.00 drill f/3889'- 3923, wob 26000, 150 rpm, 90% shale, 10 % sand stone,vis 45, wt 9.8, wi 10, ph 9, 6.8 ft per hr. pump #

1-131 stk @1700psi, rop 6.8
0.50 change out dawn generator
4.50 dr\g fl3923 to 3953 wob 26000, 150 rpms, pump #1 131 stks @ 1700 psi, 65% shale, 20% limestone, 15% sandstone,

vis 48, wt 9.4,ph 9. rop 6.6
7.50 drlg f/3953 to 4006 wob 26000, 150 rpm, pump # 1 131 stks @ 1700 psi, 35% shale, 5 % Ilmestone, 60% sandstone,

vis 45, wt 9.9, ph 9. rop 7
0.50 survey @3966 1 1/4 deg
6.00 drlg f/4006 to 4051 change wt on bit from 26000 to 28000,150 rpm, pump # 1 130 stks @ 1700 psi, 95% shale, 5%

limestone, vis 45, wt 9.8, ph 9, wl 10. rop 7.5
Report Start Date Report End Date Operations Summary

4/15/2012 4/16/2012 drlg f/ 4051 to 4069 wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% linestone, vis 45, wt 9.7, wl 10, ph 9, rop
7.2, serv rig, drlg f/4069 to 4122, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone vis 43, wt 9.9, wl
13, ph 9, rop 7.5, dril f/4122 to 4175, wob 28000, rpm 150, pump #1 1720 psi, 80% shale, 20% sandstone, vis 44, wt
9.8, wl 12, ph 9,rop 6.6, dril fl4175 to 4220, wob 28000, rpm 150, pump #1 1720 psi, 80% shale, 20% sandstone, vis
43, wt 9.9, wl 12, ph 9, rop 7.5. willsurvey this kelly down @4225'

Dur (hrs) Comment
2.50 drlg fl 4051 to 4069 wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% linestone, vis 45, wt 9.7, wl 10, ph 9, rop

7.2
0.50 serv rig
7.00 drlg f/4069 to 4122, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone vis 43, wt 9.9, wl 13, ph 9,

rop 7.5
8.00 dril f/4122 to 4175, wob 28000, rpm 150, pump #1 1720 psi, 80% shale, 20% sandstone, vis 44, wt 9.8, wl 12, ph 9,rop

6.6
6.00 dril f/4175 to 4220, wob 28000, rpm 150, pump # 1 1720 psi, 80% shale, 20% sandstone, vis 43, wt 9.9, wl 12, ph 9, rop

7.5. willsurvey this kelly down @4225'
Report Start Date Report End Date Operations Summary

4/16/2012 4/17/2012 drlg f/4220 to 4227 wob 28000 rpm 150, pump #1 130 stks @ 1700psi, 95% sandstone, 5% shale, vis 44, wt 9.9, wl 12,
ph 9, rop 7ft per hr, serv rig, survey @4154 1 deg, drlg f/4227 to 4287 change wt on bit from 28000, to 31000,rpm 150,
pump #1 130 stks @1700 psi, 85% shale, 15% sandstone, vis 43, wt 9.8, wl 14, ph 9,, rop 6.6 ft per hr, serv rig, drlg f/
4287 to 4345, wob 31000, rpm 150, pump # 1 130 stks @ 1700 psi, 90% shale, 10% sandstone, vis 44, wt 9.9, wl 14,
ph 9, rop 8.2 ft per hr, drlg fl 4345 to 4390, wob 32000, rpm 150, pump # 1 130 stks @ 1700 psi, 100% shale, vis 45, wt
9.9, wl 14, ph 9, rop 7.5 ft per hr

Dur (hrs) Comment
1.00 drlg f/4220 to 4227 wob 28000 rpm 150, pump #1 130 stks @1700psi, 95% sandstone, 5% shale, vis 44, wt 9.9, wl 12,

ph 9, rop 7ft per hr
0.50 serv rig, survey @4154 1 deg,
9.00 drlg f/4227 to 4287 change wt on bit from 28000, to 31000,rpm 150, pump # 1 130 stks @1700 psi, 85% shale, 15%

sandstone, vis 43, wt 9.8, wl 14, ph 9, rop 6.6 ft per hr
0.50 serv rig
7.00 drlg f/ 4287 to 4345, wob 31000, rpm 150, pump # 1 130 stks @ 1700 psi, 90% shale, 10% sandstone, vis 44, wt 9.9, wl

14, ph 9, rop 8.2 ft per hr
6.00 drlg f/ 4345 to 4390, wob 32000, rpm 150, pump # 1 130 stks @ 1700 psi, 100% shale, vis 45, wt 9.9, wl 14, ph 9, rop

7.5 ft per hr
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Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Weilbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Report Start Date Report End Date Operations Summary

4/17/2012 4/18/2012 drig fl4390 to 4415, wob 32000, rpm 150, pump #2 130 stks @ 1475, 100% shale, vis 44, wt 9.9, wl 13, ph 9, rop 8.3 ft
per hr.rig serv, survey @4342 1 deg. drlg fl4415 to 4473 change wt on bit from 32000 to 34000, pump # 2 130 stks @
1475 psi, 70% shale, 25% sandstone, 5% linestone, rop 8.9 ft per hr, dril f/4473 to 4503 wob 34000, rpm 150, pump #
1 130 stks 1700 psi, 60% linestone, 20% shale, 20% sand stone, rop 8.5 per hr, bit started torqueingup, loseing, diff
presser, put more wton bit to check motor and diffpresser presser stillwouldn't come up, circ pump flush for tooh, tooh,
bit hrs135, motor hrs 167, bit drlg 1101 ft, ave ft per hr 8.1, hole pulling tighf/4408 to 3962, clean pit while tripping.
finesh cleaning pits, tihtaged at 2420, Id6 jts, tihwith 3 stds

Dur (his) Comment
3.00 drlg f/4390 to 4415, wob 32000, rpm 150, pump #2 130 stks @1475, 100% shale, vis 44, wt 9.9, wl 13, ph 9, rop 8.3 ft

per hr.
0.50 rig serv, survey @4342 1 deg
6.50 drlg f/4415 to 4473 change wt on bit from 32000 to 34000, pump #2 130 stks @ 1475 psi, 70% shale, 25 %

sandstone, 5% linestone, rop 8.9 ft per hr
3.50 dril f/4473 to 4503 wob34000, rpm 150, pump # 1 130 stks 1700 psi, 60% linestone, 20% shale, 20% sand stone, rop

8.5 per hr, bit started torqueingup, loseing diffpresser, put more wt on bit to check motorand diffpresser presser still
wouldn't come up

0.50 circ pump flush for tooh
4.50 tooh, bit hrs135, motor hrs 167, bit drlg 1101 ft, ave ft per hr 8.1, hole pulling tighf/4408 to 3962, clean pit while tripping.
1.00 finesh cleaning pits
3.50 tihtaged at 2420
0.50 Id 6 jts
0.50 tihwith 3 stds

Report Start Date Report End Date Operations Summary
4/18/2012 4/19/2012 wash &ream fl 2420 to 3005 hole fell in on us packed off tight,35000 to 45000 on bit towash &ream, pump # 1 112

stks @ 1030 psi, vis 43 wt 9.8 wl14 ph 10, tihf/3005 to 4353 work tighthole f/4353, hole out of gauge, ream 150 ft to
4503, td at bit trip,pump #1 109 stks @1230 psi, pumped flushes around while washing &reaming brought back a lot
of pea sized cutting,filled shaker screens up.drig f/4503 to 4563 wob 36000 to 38000, pump # 1 127 stks @1522 psi,
rpm 65, vis 44, wt 9.9, wl 9, 60 % sandstone, 40% shale, rop 7 ft per hr

Dur (his) Comment
10.00 wash & ream fl 2420 to 3005 hole fell in on us packed offtight,35000 to 45000 on bit to wash & ream, pump # 1 112

stks @1030 psi, vis 43 wt 9.8 wl14 ph 10,
0.50 tih fl3005 to 4353
4.00 work tighthole f/4353, hole out of gauge, ream 150 ft to 4503, td at bit trip,pump # 1 109 stks @1230 psi, pumped

flushes around while washing&reaming brought back a lot of pea sized cutting,filled shaker screens up.
8.50 drlg f/4503 to4563 wob36000 to 38000, pump # 1 127 stks @1522 psi, rpm 65, vis44, wt 9.9, wl 9, 60 % sandstone,

40% shale, rop 7 ft per hr.
Report Start Date Report End Date Operations Summary

4/19/2012 4/20/2012 drlg fl 4563 to 4580, wob 28000 to 30000, rpm 65, vis 45 wt 9.8, wl 9, 100 % sandstone rop 6.8 ft per hr. survey @
4539 3 deg serv rig dril fl4580 to 4611 , backed wob off to 26000 to 28000, rpm form 65 to 80, to tryto bring hole back
stright, willdril 30 ft of hole and run survey to see if its working. survey @4571 21/4 deg, ser rig drlg f/4611 to 4642 wob
26000 to 28000 rpm 82, vis 44, wt 9.8, wl 9, 65 % limestone, 25 % sandstone, 10 % shale, tr pyrite, wiilrun a survey in
30 ft. rop 6.8 ft per hr circ run survey @4602 3 deg drlg f/4642 to 4648 wob 24000 to 2000, rpm 82 string got to
jumpingbad couldn't put enough wt and rpm to smooth it out because of hole deviation. circ for tooh toohto pick up
motorand 4- 8" collors, hole tightf/2280 to 2220, bit was balled up with grey clay I thinkits from our tightspot. get
motor &collors to cat walk,id & od collors, ser rig change oil in draw works pu bit,motor,8"collors m/utih,rerunbit #4

bit # 4 in the hole @4503, out at 4648,total footage 145 ft, hrs on bit 22, ave rop 6.5 jas on hot weather, bop drill35
seconds to muster.

Dur (hm) Comment
2.50 drlg f/ 4563 to 4580, wob 28000 to 30000, rpm 65, vis 45 wt 9.8, wl 9, 100 % sandstone rop 6.8 ft per hr.
0.50 survey @4539 3 deg serv rig
5.00 dril f/4580 to 4611, backed wob off to 26000 to 28000, rpm form 65 to 80, to tryto bring hole back stright, willdril 30 ft

of hole and run survey to see if its working.
0.50 survey @4571 21/4 deg, ser rig
5.00 drlg f/4611 to 4642 wob 26000 to 28000 rpm 82, vis 44, wt 9.8, wl 9, 65 % limestone, 25 % sandstone, 10 % shale, tr

pyrite, wiilrun a survey in 30 ft. rop 6.8 ft per hr
1.00 circ run survey @4602 3 deg
0.50 drlg f/4642 to 4648 wob 24000 to 26000, rpm 82 string got to jumpingbad couldn't put enough wt and rpm to smooth it

out because of hole deviation.
1.00 circ for tooh
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. RESOLUTE Daily Activity Report

NATuxAt.REsounces

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB43round Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Dur (hrs) | Comment

4.00 tooh to pick up motor and 4- 8" collors, hole tightf/2280 to 2220, bit was balled up with grey clay I thinkits from our tight
spot.

2.00 get motor &collorsto cat walk,id &od collors,ser rig change oil in draw works
2.00 pu bit,motor,8"collors m/u tih,rerunbit #4

Report Start Date Report End Date Operations Summary
4/20/2012 4/21/2012 cont tihw/motor 4-8"dc,20-6"collors,4jts whdp,bha length 884.13, 59 sdts dp + 1 single tag again @2440,wash & ream,

2416 to 2450, reamed 34ft while washing &reaming hole keeps falling in on us, mix flushes seams to help cont to
wash &ream f/2450 to 2478,call Ralph Smith the mud man he toldus to mix every sks of asphasol supreme we had on
loction 88 sks, hole still fallin in keep working pipe &cond hole.pumping sweep every 60 ft of pipe we get in the hole,
bringing back grey shale every flush,some times a lot, some timenot very much.wash & ream f/ 2478 to 2549, reamed
71 ft, hang kelly tih 1 std Ild topjt, plu kelly ream f/2549 to 2707, hole freed up @2707, reamed 158 ft., hang kelly tih
taged @4590, plu kelly ream f/4575 to 4648, reamed 78 ft, to bottom, drlg f/4648 to4672wob 2600 to 28000, rpm 140,
pump # 2 129 stks @1543 psi, wt 9.8 vis 45, wl 8.8, ph 10, 70% sandstone, 30% shale, willsurvey this kelly down

Dur (hrs) Comment
0.50 cont tihw/motor 4-8"dc,20-6"collors,4jts whdp,bha length 884.13, 59 sdts dp + 1 single
1.50 tag again @2440,wash & ream, 2416 to 2450, reamed 34ft while washing &reaming hole keeps falling in on us, mix

flushes seams to help
8.00 cont to wash &ream f/2450 to 2478,call Ralph Smith the mud man he told us to mix everysks of asphasol supreme we

had on loction 88 sks, hole still fallin in keep working pipe & cond hole.pumping sweep every 60 ft ofpipe we get in the
hole, bringing back grey shale every flush,some times a lot, some time not very much.

4.00 wash & ream f/ 2478 to 2549, reamed 71 ft
0.50 hang kelly tih 1 std Ild top jt
3.50 plu kelly ream f/2549 to 2707, hole freed up @2707, reamed 158 ft.
1.50 hang kelly tihtaged @4590
1.00 plu kelly ream fl4575 to 4648, reamed 78 ft, to bottom
3.50 drlg f/4648 to4672wob 2600 to 28000, rpm 140, pump #2 129 stks @ 1543 psi, wt 9.8 vis 45, wl 8.8, ph 10, 70%

sandstone, 30% shale, willsurvey this kellydown
Report Start Date Report End Date Operations Summary

4/21/2012 4/22/2012 drlg f/4672 to 4674 wob 24000 to 26000 pump #2 129sks @1543, wt 9.8, vis 45, wl 8.8, ph 10,705 sandstone, 30%
shale circ &survey @4599 2.25 deg, serv rig drlg f/4674 to 4768' wob 26k to 28k pump # 1 127 sks @1800 psi, rpm
159, wt 9.8, vis 45, wl 8.8, ph 10, 50% sandstone/40% shale/10% Iimestone ran wl survey @4688' 2.25 deg. drig
f/4768' - 4844', wob 28k, pump #1 125 stks @1730 psi, rpm 152, wt 9.8, vis 48, wl 8.8, ph 10, 80% limestone/10%
sandstone/10% shale

Dur (hrs) Comment
1.00 drlg f/4672 to 4674 wob 24000 to 26000 pump # 2 129sks @ 1543, wt 9.8, vis 45, wl 8.8, ph 10,705 sandstone, 30%

shale
1.00 circ &survey @4599 2.25 deg, serv rig

11.00 drlg f/4674 to 4768' wob 26k to 28k pump # 1 127 sks @1800 psi, rpm 159, wt 9.8, vis 45, wl 8.8, ph 10, 50%
sandstonel40% shale/10% limestone

0.50 ran wl survey @4688' 2.25 deg
10.50 drlg f/4768' - 4844', wob 28k, pump #1 125 stks @ 1730 psi, rpm 152, wt 9.8, vis 48, wl 8.8, ph 10, 80% limestone/10%

sandstone/10% shale
Report Start Date Report End Date Operations Summary

4/22/2012 4/23/2012 drlg fl4844' - 4861' wob 28k, pump psi 1700#, rpm 152, wt 9.8, vis 47, wl 8.9, ph 10, 80% sandstone/10%
limestone/10% shale ran wl survey @4786' 2 degrees, rig service drig f/4861' - 4870' wob 28k pump psi 1760# rpm
152, wt 9.9 vis 43, wl 8.8 ph 10 100% limestone, increased wob to 30K due to limestone formation drlg f/4870' - 4955'
wob 30k pump psi 1800#, rpm 153, wt 9.8, vis 43, wl 10 ph 10.5, 65% sandstone/30% limestone/5% shale ran wl
survey @4876' 1.75 degrees, rig service drlg f/4955' - 5014' wob35 k, pump psi 1800#, rpm 153, wt 9.9 vis 43, wl 8, ph
9.5 80% limestone/20% shale

¯
Dur (hrs) Comment

2.25 drlg f/4844' - 4861' wob 28k, pump psi 1700#, rpm 152, wt 9.8, vis 47, wl 8.9, ph 10, 80% sandstone/10%
limestone/10% shale

0.50 ran wl survey @4786' 2 degrees, rig service
1.25 drlg fl4861' - 4870' wob 28k pump psi 1760# rpm 152, wt 9.9 vis 43, wl 8.8 ph 10 100% limestone, increased wob to

30K due to limestone formation
12.00 drlg f/4870' - 4955' wob 30k pump psi 1800#, rpm 153, wt 9.8, vis 43, wl 10 ph 10.5, 65% sandstone/30% limestonel5%

shale
0.50 ran wl survey @4876' 1.75 degrees, rigservice
7.50 drlg f/4955' - 5014' wob 35 k, pump psi 1800#, rpm 153, wt 9.9 vis 43, wl8, ph 9.5 80% limestone/20% shale
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RESOLUTE Daily Activity Report

NATURALRESOURCEs

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province We11boreConfig
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) IWen Spud Datemme Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Report Start Date Report End Date Operations Summary

4/23/2012 4/24/2012 drlg fl5014' - 5046' w/38 pts on bit, 152 rpm 1800# pump psi, wt 10, vis 43, wl 8.8, ph 9.5 80% limestone/20% shale,
ran wl survey @4975' 2.5 degrees, keep weight at 38 pts w/12 fph p rate and recheck survey in another 100', drlg
f/5046' - 5110' w/38 pts on bit, 152 rpm, 1884# pump psi, wt 10, vis 50, wl 9.6, ph 10, 85% shale/15% limestone p rate
from 7.8 - 10.5 fph, ran wl survey @5033' 1 degree added 2 pts wob to 40K, drig f/5110 - 5173 w/40 pts on bit, 150
rpm, pump # 1 1850 psi, wt 9.9, wl 8.2, vis 43, 70% limestone, 30% shale. 11.5 ft per hr, rig serv, pump sweep, survey
@5095 1.50 degree dril f/5173 - 5235 wl40 pts on bit pump # 1-1875 psi, rpm 150, vis 46, wt 9.8, 8.4, 100% linestone,
10.75 ft per hr

Dur (hrs) Comment
3.25 drlg f/5014' - 5046' w/38 pts on bit, 152 rpm 1800# pump psi, wt 10, vis 43, wl 8.8, ph 9.5 80% limestone/20% shale
0.50 ran wl survey @4975' 2.5 degrees, keep weight at 38 pts w/12 fph p rate and recheck survey in another 100'
8.00 drlg f/5046'- 5110' w/38 pts on bit, 152 rpm, 1884# pump psi, wt 10, vis 50, wl 9.6, ph 10, 85% shale/15% limestone prate from 7.8 - 10.5 fph
0.50 ran wl survey @5033' 1 degree added 2 pts wob to 40K
5.50 drig fl5110 - 5173 w/40 pts on bit, 150 rpm, pump # 1 1850 psi, wt 9.9, wl 8.2, vis 43, 70% limestone, 30% shale. 11.5 ft

per hr.
0.50 rig serv, pump sweep, survey @5095 1.50 degree
5.75 dril f/5173 - 5235 w/40 pts on bit pump # 1-1875 psi, rpm 150, vis 46, wt 9.8, 8.4, 100% linestone, 10.75 ft per hr

Report Start Date Report End Date Operations Summary
4/24/2012 4/25/2012 drlg f/5235- 5256 w/40 pts on bit,punp #1-122 stks @ 1875 psi, rpm 150, vis 45, wt 9.9, wl 8.4, rop 7 ft per hr, 90%

shale, 10% linestone. circ, survey@5190 1.75 deg.rig ser, pull 120 bbis fluid from pits, so we could put produced water
back in mud system to reduce mud wt. drlg fl5256 - 5324 w/40 pts on bit, pump # 1- 122 stks @ 1850 psi, rpm 150, vis
44, wt 9.9, wl 8.6, rop 12 ft per hr, 95% line, 5% shale circ survey@5249 1.75 deg drlg fl5324 - 5412 td, w/40
pts,pump #1-122 stkd @1850 psi, rpm 150, vis 43, wt 10, wl 8.0, rop 12 ft per hr, 60% shale,10% dolomite, 30%
linestone. pump sweep circto ck sample short tooh to 1897,had some tightspots @
5337,5233,5153,5053,5025,4885,4475,4036,2633, the only tightspot in the upper hole was @2633 pulled 30,000 over
tihtag fill@5195 wash &ream to 5412 td

Dur (hm) Comment
3.00 drlg f/5235- 5256 w/40 pts on bit,punp #1-122 stks @1875 psi, rpm 150, vis 45, wt 9.9, wl 8.4, rop 7 ft per hr, 90%

shale, 10% linestone.
0.50 circ, survey @5190 1.75 deg.rig ser,
0.50 pull 120 bbis fluid from pits, so we could put produced water back in mud system to reduce mud wt.
5.50 drlg f/5256 - 5324 w/40 pts on bit, pump #1- 122 stks @ 1850 psi, rpm 150, vis 44, wt 9.9, wl 8.6, rop 12 ft per hr, 95%

line, 5% shale
0.50 circ survey @5249 1.75 deg
7.50 drlg f/5324 - 5412 td, w/40 pts,pump # 1-122 stkd @1850 psi, rpm 150, vis 43, wt 10, wl 8.0, rop 12 ft per hr, 60%

shale,10% dolomite, 30% linestone.
1.00 pump sweep circ to ck sample
2.50 short tooh to 1897,had some tightspots @5337,5233,5153,5053,5025,4885,4475,4036,2633, the only tightspot in the

upper hole was @2633 pulled 30,000 over
1.50 tihtag fill@5195
1.50 wash &ream to 5412 td

Report Start Date Report End Date Operations Summary
4/25/2012 4/26/2012 circ,pump sweep after short trip,survey@5345 2.25 deg Ild 6 jts d/p tooh for logs, Ild 4 - 8" dc, hole showed a little

drag @4005,3737,2350, 2185, didn't pull over 22,000 over string wt. safety meeting w/ weatherford, r/u wire line, log
well, logs went to 2400' and stoped.pull out of hole with logging tools r/d,sent then home as per BillOrdemann orders
tihto shoe circ &cond mud to a 90 vis tihtag @2400' kellyed up break circ start washing & reaming,bringing back
dime sized and pea sized shale.took 4 hrs to wash the first 40' of hole,worked hole made sure it was clean

Dur (hrs) Comment
1.50 circ,pump sweep after short trip,survey@5345 2.25 deg
5.50 \/d 6 jts d/p tooh for logs, Ild 4 - 8" dc, hole showed a little drag @4005,3737,2350, 2185, didn't pull over 22,000 over

string wt.
3.50 safety meeting w/ weatherford, r/u wire line, log well, logs went to 2400' and stoped.pull out of hole with logging tools

r/d,sent then home as per BillOrdemann orders
1.50 tihto shoe
5.00 circ &cond mud to a 90 vis
1.00 tihtag @2400'
6.00 kellyed up break circ start washing &reaming,bringing back dime sized and pea sized shale.took 4 hrs to wash the first

40' of hole,worked hole made sure it was clean
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· RESOLUTE Daily Activity Report

NATURAL REsouRCES

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flinge Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well SpuiDate/Time Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Report Start Date Report End Date Operations Summary

4/26/2012 4/27/2012 wash & ream f/2406 to 2452, wob 10,000 to 14,000, rpm 80, pump # 1 @ 1100 psi, mud wt 10 vis 80, wl 6.0, ph 8.2
wash & ream f/2452 to 2648 wob 10,000 to 14,000, rpm 80, pump # 1 @1150psimud 9.9, vis 92, wi 6.0 ph 9, hole
cleaning up good now mix sweep circ around,to Ild 6 jts d/p \/d 6 jts wlkelly to 2420.tih w/11 stds d/p to 3106 kelly up
break circ @3106, mix sweep and circ, wind got to blowing to bad to cont tih.hangkelly cont tihtag @5089 kelly up
break circ @5089, ream throughbridge f/5089 to 5109 tihw/kelly taged bridges @ these depths
5151-5173,5208-5344,5332-5369, then we got to 5400 and reamed to 5412, circ & cond mud to a 90 vis, 11ppg wt,
while building wt started getting heavy returns,with vis @92 wt @ 10.5 circ untill shaker screens showed no cuttings,
pumped a flush at that timewated for it to return brought back very little tooh had crew chain out, hole tightf/4700-4369
no troublewith top part of hole

Dur (hrs) Coninient
2.00 wash & ream f/2406 to 2452, wob 10,000 to 14,000, rpm 80, pump # 1 @ 1100 psi, mud wt 10 vis 80, wl 6.0, ph 8.2
5.00 wash & ream f/2452 to 2648 wob 10,000 to 14,000, rpm 80, pump # 1 @1150psimud 9.9, vis 92, wl 6.0 ph 9, hole

cleaning up good now
0.50 mix sweep circ around,to f/d 6 jts d/p
1.00 Ild 6 jts w/kelly to 2420.
0.50 tihw/11 stds d/p to 3106
1.50 kelly up break circ @3106, mix sweep and circ, wind got to blowing to bad to cont tih.
1.00 hang kelly cont tihtag @5089
0.50 kelly up break circ @5089, ream throughbridge f/5089 to 5109
2.00 tihw/kelly taged bridges @these depths 5151-5173,5208-5344,5332-5369, then we got to 5400 and reamed to 5412,
6.00 circ &cond mud to a 90 vis, 11ppg wt, while building wt started getting heavy returns,with vis @92 wt @10.5 circ untill

shaker screens showed no cuttings, pumped a flush at that timewated for it to retum brought back very little
4.00 tooh had crew chain out, hole tightf/4700-4369 no troublewith top part of hole

Report Start Date Report End Date Operations Summary
4/27/2012 4/28/2012 wate for i hr with bit&collars in surface pipe to see if upper part of hole is falling in. tih40 ft per min to keep from

surgeing hole, top part of hole saw no drag,taged @5335, kellyed up break circ washed throughbridge @5332, plu 2
jts w/ kelly run to bottom taged fill@5407 wash to 5412 td, pumped sweep around and got back hvy returns back @the end ofsweep, circ hole for short tripback to 2300', as per billordemann orders, vis 87, wt 10.7, wl 5, ph 8, Ild 5 jts
d/p cooh @40 ft per min to keep from swabing, no drag, tih40 ft per min to keep from surgeing hole,plu 5jts d/p make
up in drill string run to bottom, saw no drag had no fill, kellyed up break circ @5390 had no fill,mix sweep circ around,
saw very little cuttings w/ sweep,circ clean hole.to Ild d/p d/c, Ild d/p d/c cooh @40' per min to keep form swabing hole,
hole seams to be clean no drag

Dur (br3) Comment
1.00 wate for 1 hr with bit&collars in surface pipe to see if upper part of hole is falling in.
3.00 tih40 ft per min to keep from surgeing hole, top part of hole saw no drag,taged @5335
1.00 kellyed up break circ washed throughbridge @5332
1.50 plu 2 jts w/ kelly run to bottom tagedfill@5407 wash to 5412 td, pumped sweep around and got back hvy returns back

@theend of sweep
2.00 circ hole for short tripback to 2300', as per billordemann orders, vis 87, wt 10.7, wl 5, ph 8
3.00 Ild 5 jts d/p cooh @40 ft per min to keep from swabing, no drag
2.00 tih40 ft per minto keep from surgeinghole,plu 5jts d/p make up in drill string run to bottom, saw no drag had no fill
2.00 kellyed up break circ @5390 had no fill,mix sweep circ around, saw very little cuttings w/ sweep,circ clean hole.to Ild

d/p d/c
8.50 Ild d/p d/c cooh @40' per min to keep form swabing hole, hole seams to be clean no drag

RepoiŠlart Date Report End Date Operations Summary
4/28/2012 4/29/2012 change out rams, r/u csg crew, safety meeting.run 128 jts 7" 26# j-55 SET @5410 put cmt head on circ 3 bottoms up

safety meeting w/halliburton,test lines, cmt 1st stage,spacer #1 - 5 bbis fresh water, 20 bbl mud flush,first stage lead
510 sks @ 12.3 density,1.95 yield,10.04 gallsk ,=177.2 bbis mix,h2o 121.9.1st stage tail 100 sks @15.8 density,1.15
yield,4.96 gallsk =20.5 bbis mix,h20 11.8 bbis, pumped 110 bbis fresh water to get 309 ft above dv tool,total
displacement 205.2 bbis.got 60 bbIs cmt back to surface, first stage lead mixed with 5 lb kol-seal,.125
poly-e-flake,.3%hr-5,first stage tallmixed with .1%

halad-r-9,
.125

poly-e-flake circ start 2nd stage test lines,spacer 20
bbis fresh water, spacer 20 bbis drillingmud,spacer 20 bbis fresh water,2nd stage lead 570 sks @12.3 density,1.94
yield +196.9 bbis, mixfluid 10.04 gIlsk,2nd stage tail 100sks @15.8 density, 1.15 yield +20.5 bbis, mix fluid 5 gIlsk,
pumped 97 bbis fresh water to displace,good circ throughjob but got no cmt to surface,calculations based on lift
pressure puts cmt 350' to 400' from surface.n/d set slips,cut csg, change out bop n/u

| Dur (hrs) Comment
2.00 change out rams, r/u csg crew, safety meeting
4.50 run 128 jts 7" 26# j-55 SET @5410
1.50 put cmt head on circ 3 bottoms up
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NATURALREsouRCES

Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Dateffime Rig Release Date/Time

4,613.00 0.00 4/2/2012 08:00
Dur (hrs) Comment

2.00 safety meeting w/halliburton,test lines, cmt 1st stage,spacer #1 - 5 bbis fresh water, 20 bbl mud flush,first stage lead
510 sks @ 12.3 density,1.95 yield,10.04 gallsk, =177.2 bbis mix, h2o 121.9.1st stage tail 100 sks @15.8 density,1.15
yield,4.96 gallsk =20.5 bbis mix,h20 11.8 bbis, pumped 110 bbis fresh water to get 309 ft above dv tool,total
displacement 205.2 bbis.got 60 bbis cmt back to surface, first stage lead mixed with 5 Ib kol-seal,.125
poly-e-flake,.3%hr-5,first stage tallmixed with .1%

halad-r-9,
.125

poly-e-flake

4.00 circ
2.00 start 2nd stage test lines,spacer 20 bbis fresh water, spacer 20 bbis drilling mud,spacer 20 bbis fresh water,2nd stage

lead 570 sks @ 12.3 density,1.94 yield +196.9 bbis, mixfluid 10.04 gIlsk,2nd stage tail 100sks @ 15.8 density, 1.15
yield +20.5 bbis, mix fluid 5 gilsk, pumped 97 bbis fresh water to displace,good circ throughjob but got no cmt to
surface,calculations based on liftpressure puts cmt 350' to 400' from surface.

6.50 n/d set slips,cut csg,
1.50 change out bop n/u

Report Start Date Report End Date Operations Summary
4/29/2012 4/30/2012 n/u bop, killvalves, hcr valve, choke manfold &flow line, test bop blind &pipe rams 250psi low for 5 mins,2000 psi high

for10 mins,choke manfold 250psi low for 5 mins 2000 high 10 mins, annular 1500 psi for 10 mins, csg 250 psi low 5
mins, 1000 high for 30 mins, change out liners in pump & r/u power swivel hoses, plu 160 jts d/p out of basket and
strap, safety meet w/ blue jet r/u w/I run cbl, tag something @2767, cmt top @ 1070, r/d wll move 5" collars to pipe
rack, make up bit bit sub, tihw/10 d/c, 160 jts d/p, tag @2794, pick up power swivel, and rig up, break circ @2804' drlg
cmt 13' cmt, tag dv tool@2817 and drlg throughit, hang swivel tihw/dp tag@5333', plu swivel break circ dril cmt

Dur (lis) Comment
5.00 n/u bop, killvalves, hcr valve, choke manfold &flow line
3.50 test bop blind &pipe rams 250psi low for 5 mins,2000 psi high for10 mins,choke manfold 250psi low for 5 mins 2000

high 10 mins, annular 1500 psi for 10 mins csg 250 psi low 5 mins, 1000 high for 30 mins
1.00 change out liners in pump & r/u power swivel hoses
0.50 plu 160 jts d/p out of basket and strap
2.00 safety meet w/ blue jet r/u w/I run cbi, tag something @2767, cmt top @1070
1.00 r/d wll move 5" collars to pipe rack
4.00 make up bit bit sub, tihw/10 d/c, 160 jts d/p, tag @2794
1.00 pick up power swivel, and rig up
2.00 break circ @2804 drlg cmt 13' cmt, tag dv tool@2817 and drlg through it
3.50 hang swivel tihwldp tag @5333
0.50 plu swivel break circ dril cmt

Report Start Date Report End Date Operations Summary
4/30/2012 5/1/2012 drlg 25 ft cmt to shoe, tag shoe @5409.50 dril throughshoe to 5412 csg point @td, drlg f/ 5412 to 5417 drlg 5 ft new

hole for test, leak off test @5417 1000 psi for 15 mins test ( Ok), drlg f/5417 to5476 drillingwith production water, got
oil on shaker, drlg f/5476 to 5600 td, pump sweep didn't get any thingback, hole clean, Ild 7 jts, tooh strap out, safety
meeting w/halliburton r/u log hole

Dur (hrs) Comment
3.50 drig 25 ft cmt to shoe, tag shoe @5409.50 dril throughshoe to 5412 csg point @td
0.50 drlg f/ 5412 to 5417 drlg 5 ft new hole for test
0.50 leak off test @5417 1000 psi for 15 minstest ( Ok)
5.50 drlg f/5417 to 5476 drillingwith production water, got oil on shaker
6.50 drIg f/5476 to 5600 td
1.00 pump sweep didn't get any thingback, hole clean
0.50 Ild 7 jts
4.00 tooh strap out
2.00 safety meeting w/halliburton rlu log hole

Report Start Date Repott End Date Operations Summary
5/1/2012 5/2/2012 cont logging well, crew change cont logging, r/d loggers, plu & m/u under-reamer, ran bit # 5 back in hole under the

under-reamer, tihw/ under-reamer, swivel up &start under-reaming @5412 wt on under-reamer 1.5 pts to 2.0 pts, 70
rpms., under-reamed fl5412 to 5426, under -ream f/5426 to 5436, wt on under-reamer 1.5 pts to 2.5 pts 75 rpm, ifwe
put more then 2.5 pts on reamer swivel stallsout, reaming going slow at this time.

Dur (hrs) Comment
2.00 cont logging well
7.00 crew change cont logging,
0.50 r/d loggers
0.50 plu & m/u under-reamer, ran bit # 5 back in hole under the under-reamer
2.00 tihw/ under-reamer
6.00 swivel up &start under-reaming @5412 wt on under-reamer 1.5 pts to 2.0 pts, 70 rpms., under-reamed f/5412 to 5426
6.00 under -ream f/5426 to 5436, wt on under-reamer 1.5 pts to 2.5 pts 75 rpm, ifwe put more then 2.5 pts on reamer swivel

stalls out, reaming going slow at this time
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Well Name: Ratherford U 0832R
API Number Section Township Range Field Name County State/Province Wellbore Config
43037500250000 8 41S 24E Ratherford San Juan Utah Vertical
Ground Elevation (ft) CasingFlange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release DatelTime

4,613.00 0.00 4/2/2012 08:00
Report Start Date Report End Date Operations Summary

5/2/2012 5/3/2012 under-ream f/5436 to 5561 wt on reamer 3.5 to 4.0 pts rpm 72 pump # 2 120spm @ 1676 psi, reaming slow@ 1 to 2 ft
per hr from 5436 to 5442, got a drlg break @5443 to 5445 5 ft per hr, got a good drlg break @5448 to 5537 35 to 55 ft
per hr., then rop went down to 22' to 30 per hr, crew change under ream f/5561 to 5600 wt on reamer 3.5 to4.0 pts rpm
70, pump #2 120spm @1690 psi rop 25 to 30 ft per hr, 241/2 hrs to under-ream 188ft, ave rop 7.6hr, circ sweep
around, shaker screen clean, hole in good shape, Ild 7 jts 3.5 d/p w/ swivel up to shoe. hang swivel tooh, Ild under -

reamer, tihto 5600 no drag no fill,r/d swivel, Ild d/p,d/c

Dur (hrs) Comment
10.00 under-ream f/5436 to 5561 wt on reamer 3.5 to 4.0 pts rpm 72 pump # 2 120spm @ 1676 psi, reamingslow @1 to 2 ft

per hr from 5436 to 5442, got a drlg break @5443 to 5445 5 ft per hr, got a good drlg break @5448 to 5537 35 to 55 ft
per hr., then rop went down to 22' to 30 per hr

2.50 crewchange under ream fl5561 to 5600 wt on reamer 3.5 to4.0 pts rpm 70, pump # 2 120spm @1690 psi rop 25 to 30
ft per hr, 241/2 hrs to under-ream 188ft ave rop 7-6 hrs.

0.50 circ sweep around, shaker screen clean, hole in good shape
0.50 Ild 7 jts 3.5 d/p w/ swivel up to shoe.
3.00 hang swivel tooh
0.50 Ild under - reamer
2.00 tihto 5600 no drag no fill
1.00 rld swivel
4.00 Ild d/p,d/c
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RECEIVED: Jun. 05, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-603-368 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Navajo

7.UNIT or CA AGREEMENT NAME:
 RATHERFORD 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Ratherford Unit 8-32R 

2. NAME OF OPERATOR:
 RESOLUTE NATURAL RESOURCES

9. API NUMBER:
 43037500250000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600  Ext 

9. FIELD and POOL or WILDCAT:
 GREATER ANETH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2016 FNL 1928 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 08 Township: 41.0S Range: 24.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /21 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Resolute Natural Resources submits that the well was spud on April 2,
2012. Drilling was completed 4-30-12 and the completion rig moved
off the well on 5-17-12. Well has started producing on 5-21-12, with

IP of 22 BOPD, 3 MCFD, and 443 BWPD.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sherry Glass 303 573-4886

TITLE
 Sr Regulatory Technician

SIGNATURE
 N/A

DATE
 6 /5 /2012

June 08, 2012

Sundry Number: 26450 API Well Number: 43037500250000Sundry Number: 26450 API Well Number: 43037500250000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 14-20-603-368

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Navajo

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. RATHERFORD

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Ratherford Unit 8-32R

2. NAME OF OPERATOR: 9. API NUMBER:
RESOLUTE NATURALRESOURCES 43037500250000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600 Ext GREATER ANETH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

2016 FNL 1928 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 08 Township: 41.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/21/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute Natural Resources submits that the well was spud on April 2 ' Accepted by the
2012. Drilling was completed 4-30-12 and the completion rig moved Utah Division of
off the well on 5-17-12. Well has started producing on 5-21-12, with Oil, Gas and Mining

IP of 22 BOPD, 3 MCFD, and 443 BWPD. FOR RECORD ONLY
June 08, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sherry Glass 303 573-4886 Sr Regulatory Technician

SIGNATURE DATE
N/A 6/5/2012

RECEIVED: Jun. 05,



STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Resolute Natural Resources Operator Account Number: N 2700

Address: 1675 Broadway, Suite 1950

city Denver

state CO zip 80202 Phone Number: (303) 573-4886

Well 1
API Number Well Name QQ Sec Twp Rng County
4303750025 Ratherford Unit 8-32R SWNE 8 41S 24E San Juan

Action Code Current Entity New Entity Spud Date En ity Assignment
Number Number Effective Date

4/2/2012
Comments:

Well 2PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

WeliMI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number i ffective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Sherry Glass
B - Add new well to existing entity (groupor unit well) Nam lease Print)
C - Re-assign well from one existing entity to another existingentity
D - Re-assign well from one existing entityto a RESE IVED ""atur.
E - Other (Explain in 'comments' section) Sr Regulato echnician 4/5/2012

AŸÑ1 1 2gg Title Date

(512000)

DN.0FOILGAS&



STATE OF UTAH AMENDEDREPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIAL NUMBER:
14-20-603-368

6. IF INDIAN,ALLOTTEEORTRIBE NAME
WELL COMPLETION OR RECOMPLET10N REPORT AND LOG Navajo Nation

ia. TYPE OF WELL:
LL

WAESLL DRY O OTHER 7. UNITor CAAGREEMENT NAME
Ratherford

b. TYPE OF WORK: 8. WELLNAMEand NUMBER:
SEE HOR NEP-

RY S R. OTHER Ratherford Unit 8-32R
2. NAMEOF OPERATOR: 9. API NUMBER:

Resolute Aneth LLC 4303750025
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL, OR WILDCAT
1675 Broadway, Ste 195ConvDenver STATE ÛÛ ZIP 80202 (303) 573-4886 Greater Aneth

4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:

ATSURFACE: 2016' FNL, 1928' FEL SWNE 8 418 24E S
AT TOP PRODUCING INTERVALREPORTED BELOW: 2016' FNL, 1928' FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: 2016' FNL, 1928' FEL San Juan UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
4/2/2012 4/30/2012 5/21/2012 ABANDONED READYTOPRODUCE 2 4613' GL

18. TOTAL DEPTH: MD 5,600 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANYT* 21. DEPTH BRIDGE MD
PLUG SET:

TVD 5.600 TVD TVD

22. TYPE ELECTRIC ANDOTHERMECHANICALLOGS RUN (Submit copyofeach) 23.

DIL, DL WASWELLCORED? NO YES (Semungis)

WAS DST RUN7 NO YES (Se o
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Re ort all strings set in well)

HOLE SIZE S1ZEIGRADE WEIGHT (#lft.) TOP (MD) SOTTOM (MD) STAGE C HENTER C UE CEMENT TOP ** AMOUNTPULLED

14.75 10.75 JSS 40.5 0 1,474 lite 780 261 0-CIRC
180 37

9.875 7 J55 26 0 5,410 510 174 0-CIRC 60
100 21

2,700 570 197 350-CALC
100 21

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 5,503
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) DOSert Creek IIA 5,452 5,452 open Squeezed

(a) Desert Creek Ill 5,560 5,560 open Squed

(c) Chimney Rock 5,588 5,588 open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SOUEEzE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

5410-5600 Ppd 5 Bbl FW, 5 Bbis 20% HCI, Ppd 32 Bbl FW flush; wait 30 min.; Ppd 114 Bbl 20% HCI,
flush 32 Bbls FW

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAUMECHANICALLOGS O GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY ProducingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2ooo) (CONTINUEDON BACK) RECEIVED

JUN14 as
DIV,OFOIL,GAS&



31. INITIALPRODUCTION INTERVALA (Asshown în item#26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL GAS - MCF: WATER - BBL: PROD. METHOD:

5/21/2012 5/23/2012 24 RATES: * 22 3 443 pumping
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:

200 50 39.70 1,403 136 "^763= "' 22 3 443 open
INTERVALB (Asshown in.Item #28)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL GAS- MCF: WATER- BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASlotL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBI GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item#28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold to Western Refining
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show allimportant zones ofporosity and contents thereof:Cored intervals and all drill-stem tests, including depth Interval
tested, cushion used, timetoolopen, flowing and shut-inpressures and recoveries.

Formation Top Bottom Descriptions, Contents, etc. Name(MD) (MD) (Messured Depth)

Cutler 2,700
Gothic Shale 5,402
Upper Ismay 5,260
Desert Creek 5,410
Chimney Rock 5,595

35. ADDITIONALREMARKS (include plugging procedure)
No gyro survey was run; producing interval is 5410' (7" casing set depth) to
TD 5600', interval under-reamed to a diameter of 10-3/4" and left open hole
(no liner run) . Acid applied over entire open-hole section; no perforations .

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME{PLEASEPRINTSherry Glass TITLE Sr. Regulatory Technician

SIGNATURE DATE 6/12/2012

This reportmust be submitted in 30 days of
e completing or plugging a new well • reentering a previously plugged and abandoned weli
• drillinghorizontal laterals from an exîsting well bore e significantly deepening an existing weilbore below the previous bottom-hole depth
• recompleting to a diflerent producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completionsif production is measured separately from twoor more formations.

**iTEM24: Cement Top-Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

SgNING Electronic Permitting System Sundry Notices

STATE OF UTAH ***"*

DEPARTMENTOF NATURALRESOURCES S.LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING
14-20-603-368

SUNDRY NÓTICES AÑD REPÒRTS ON WELLS 'JDIAN, ALLOTTEEOR TRIBE NAME:

Do not use this form for proposals to dr111newwells, significantly deepen existing wells below current bottom-hole depth,reenter plugged 7.UNIT or CA AGREEMENT NAME:
wells,or to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL form for such proposals. RATHERFORD

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Ratherford Unit 8-32R

2. NAME OF OPERATOR: 9. API NUMBER:
RESOLUTE NATURALRESOURCES 43037500250000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD and POOL or WILDCAT:

1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600 Eg GREATERANETH

4, LOCATION OF WELL COUNTY:
FooTAGES AT SURFACE: SAN 3UAN
2016 FNL 1928 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN. STATE:

Qtr/Qtr:SWNE Section: 08 Township: 41.05 Range: 24.0E Merldlan: S UTAH

11.
CHECK iPPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT Q ACIDIZE O ALTER CASING Q CASING REPAIR
Approximate date work wm start:

CHANGE TO PREVIOUS PLANS Q CHANGETUBING Q CHANGE WELL NANE

SUSSEQUENT REPORT Q CHANGE WELL STATUS O COMMINGLEPRODUCENG FORMATIONS Q CONVERT WELL TYPE

Date of work CompleHom DEEPEN Q FRACTURE TREAT Q NEW CONSTRUCTION
5/21/2012

OPERATOR CHANGE O PLUG AND ABANDON O PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME O RECLAMATION OF WELL SITE Q RECOMPLETEDIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION O SIDETRACK TO REPAIR WELL Q TEMPORARY ABANDON

O DRILLING REPORT
TUBING REPAIR Q VENT OR FLARE Q WATER DISPOSAL

Report Date: WATER SHUTOFF G SI TA STATUS EKTENSION O APD EKTENSION

WALDCATWELL DETERMINATION Q OTHER OTHER:

42. DESCRIBE PROPOSED OR COMP ETED OPERATIONS. Clearly show aH pertinent details including dates, depths, volumes, etc.

Resolute Natural Resources submits that the well was spud on
April 2, 2012. Drilling was completed 4-30-12 and the completion
rig moved off the well on 5-17-12. Well has started producing on
5-21-12, with IP of 22 BOPD, 3 MCFD, and 443 BWPD.

The maximum number of characters for the box above is 900. There are 900 Characters remaining.

WAME(PLEASE PRINT) PHONE NUMBER TITLE

Sherry Glass 303 573-4886 Sr Regulatory Technician

SIGNATURE DATE

N/A
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